Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 8124112 81712 | Difference | 8/26/11 gfl:‘:;; 8127110 Zf‘:‘:;‘; 824112 | 8/26M1 gfg:;;
Refiner Net Production
Finished Motor Gasoline’ ................... 2,328 2,322 5 2,782 -16.3 3,199 -27.2 2,307 2,643 -12.7
East Coast (PADD 1) .. 135 141 -5 201 -32.8 230 -41.2 138 186 -25.5
Midwest (PADD 2) .... 736 768 -33 700 5.1 825 -10.9 748 699 6.9
Gulf Coast (PADD 3) ... 929 941 -12 1,346 -31.0 1,594 -41.7 916 1,227 -25.3
Rocky Mountain (PADD 4) ... 251 242 9 223 12.3 257 -2.3 240 228 5.4
West Coast (PADD 5) .... 277 230 47 312 -11.2 293 -5.7 265 303 -12.3
Reformulated ................. 95 103 -9 121 -21.7 111 -14.6 101 114 -11.4
Blended with Ethanol 87 85 3 99 -11.4 69 25.7 86 96 9.7
Other .......... 7 18 -11 22 -67.1 41 -82.4 14 18 -20.8
Conventional . 2,233 2,219 14 2,662 -16.1 3,088 -27.7 2,207 2,529 -12.7
Blended with Ethano 364 361 3 325 12.0 226 60.8 359 324 10.7
Ed55 and Lower ..... 364 361 3 825] 12.0 226 60.8 359 324 10.7
Greater than Ed55 . 0 0 0 0 0.6 0 - 0 0 50.9
Other .... 1,869 1,858 11 2,337 -20.0 2,862 -34.7 1,848 2,205 -16.2
Distillate Fuel Oil .. 4,634 4,700 -67 4,695 -1.3 4,300 7.8 4,660 4,604 1.2
15 ppm sulfur and Under . 4,169 4,089 80 4,093 1.9 3,512 18.7 4,150 4,034 29
> 15 ppm to 500 ppm sulfur . . 167 196 -29 166 0.7 405 -58.8 169 206 -17.9
> 500 ppm sulfur ..... . 297 416 -118 436 -31.8 383 -22.3 341 364 -6.3
Kerosene .................. -10 7 -17 30 -133.1 5 -299.2 -3 8 -141.3
Kerosene-Type Jet Fuel . 1,551 1,599 -48 1,558 -0.5 1,423 9.0 1,620 1,527 6.1
Residual Fuel Oil 462 446 16 592 -22.0 452 21 469 598 -21.7
Blender Net Production

Finished Motor Gasoline' ... 6,735 6,697 38 6,785 -0.7 6,088 10.6 6,705 6,771 -1.0
East Coast (PADD 1) 2,826 2,777 49 2,976 -5.1 2,562 10.3 2,825 2,939 -3.9
Midwest (PADD 2) 1,481 1,438 43 1,518 -25 1,459 1.5 1,460 1,533 -4.8
Gulf Coast (PADD 3) ... 1,056 1,119 -62 900 17.3 819 29.1 1,053 903 16.7
Rocky Mountain (PADD 4) . 66 71 -5 47 39.5 33 100.1 66 46 43.6
West Coast (PADD 5) 1,307 1,292 15 1,343 -2.7 1,214 7.6 1,302 1,350 -3.6
Reformulated 2,967 2,933 35 3,020 -1.7 2,929 1.3 2,967 2,993 -0.9
Blended with Ethanol 2,967 2,933 35 3,020 -1.7 2,929 1.3 2,967 2,993 -0.9
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 3,768 3,764 3 3,766 0.1 3,158 19.3 3,738 3,778 -1.1
Blended with Ethanol 5,078 5,056 22 4,919 3.2 4,754 6.8 5,077 4,939 2.8
Ed55 and Lower ..... 5,077 5,055 22 4,918 3.2 4,752 6.8 5,075 4,937 2.8
Greater than Ed55 . . 2 1 0 1 34.8 2 -0.2 2 2 -6.2
Other .............. . -1,311 -1,292 -19 -1,154 13.6 -1,596 -17.9 -1,339 -1,161 15.4
Distillate Fuel Oil ..... 34 34 0 12 188.7 3 1,238.6 32 11 197.7
15 ppm sulfur and Under . 9 40 -31 11 -18.4 2 433.3 28 11 157.4
> 15 ppm to 500 ppm sulfur . 3 -2 5 -1 -419.0 -24 -112.1 2 2 -17.0
> 500 ppm sulfur .. 21 -5 26 1 1,657.0 25 -15.1 2 -2 -199.3
Kerosene .... 0 0 0 0 -401.8 0 - 0 0 9.3
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~— = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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