Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/Region 819/13 82113 | Difference | 810112 gfg:;; 812111 ng:;; 8913 | 8M0M2 gf::;;
Refiner Net Production
Finished Motor Gasoline’ ................... 2,216 2,428 -212 2,371 -6.6 2,457 -9.8 2,350 2,283 3.0
East Coast (PADD 1) .. 93 103 -10 143 -35.2 167 -44.3 90 136 -33.3
Midwest (PADD 2) .... 694 744 -50 770 -9.9 646 7.5 759 762 -0.4
Gulf Coast (PADD 3) ... 864 1,029 -165 964 -10.4 1,172 -26.2 950 878 8.2
Rocky Mountain (PADD 4) ... 263 262 1 235 121 213 235 253 227 11.3
West Coast (PADD 5) ... 301 290 11 258 16.6 259 16.3 297 279 615]
Reformulated ................. 75 75 1 108 -30.0 111 -32.2 75 104 -27.5
Blended with Ethanol 75 75 1 89 -156.7 97 -22.0 75 86 -13.1
Other .......... 0 0 0 18 -100.0 15 -100.0 0 17 -100.0
Conventional . 2,141 2,353 -212 2,264 -5.4 2,345 -8.7 2,275 2,179 4.4
Blended with Ethano 419 410 9 358 16.9 321 30.4 411 355 15.6
Ed55 and Lower ..... 419 410 9 358 16.9 321 30.4 411 858 15.5
Greater than Ed55 . 0 0 0 0 0.6 0 0.6 0 0 101.2
Other .... 1,722 1,942 -221 1,905 -9.6 2,024 -14.9 1,864 1,824 2.2
Distillate Fuel Oil .. 4,833 4,881 -49 4,640 4.1 4,552 6.2 4,868 4,633 5.1
15 ppm sulfur and Under . 4,507 4,551 -43 4,118 9.5 4,011 12.4 4,532 4,179 8.4
> 15 ppm to 500 ppm sulfur . . 101 166 -65 153 -34.0 231 -56.3 121 145 -16.5
> 500 ppm sulfur ..... . 224 165 59 369 -39.2 310 -27.7 215 309 -30.3
Kerosene ................. -9 21 -31 -1 955.6 -3 274.5 22 -8 -356.6
Kerosene-Type Jet Fuel . 1,543 1,590 -47 1,637 5.7 1,528 1.0 1,575 1,628 -3.3
Residual Fuel Oil 468 473 -5 486 -3.7 618 -24.4 488 485 0.7
Blender Net Production

Finished Motor Gasoline' ... 6,865 6,889 -24 6,697 25 6,853 0.2 6,875 6,652 3.4
East Coast (PADD 1) 2,878 2,927 -49 2,832 1.6 2,956 -2.7 2,932 2,820 4.0
Midwest (PADD 2) 1,444 1,481 -37 1,466 -1.5 1,587 -9.0 1,467 1,466 0.1
Gulf Coast (PADD 3) ... 1,127 1,097 30 1,025 10.0 888 26.9 1,092 1,011 8.0
Rocky Mountain (PADD 4) . 59 62 -3 63 -5.5 45 31.6 61 64 -4.9
West Coast (PADD 5) 1,357 1,322 35 1,312 3.4 1,377 -1.4 1,323 1,292 24
Reformulated 2,996 2,991 4 2,975 0.7 3,019 -0.8 2,994 2,966 0.9
Blended with Ethanol 2,996 2,991 4 2,975 0.7 3,019 -0.8 2,994 2,966 0.9
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 3,870 3,898 -28 3,722 4.0 3,834 0.9 3,881 3,686 5.3
Blended with Ethanol 5,059 5,160 -101 5,064 -0.1 4,986 1.5 5,101 5,069 0.6
Ed55 and Lower ..... 5,057 5,158 -101 5,062 -0.1 4,984 1.5 5,099 5,067 0.6
Greater than Ed55 . . 2 2 0 2 -0.4 2 -9.9 2 2 12.6
Other .............. . -1,190 -1,263 73 -1,342 -11.3 -1,152 3.3 -1,220 -1,383 -11.8
Distillate Fuel Oil ..... 23 BE) -12 29 -21.8 -1 -2,662.3 30 28 9.5
15 ppm sulfur and Under . 22 35 -13 29 -23.6 11 97.0 25 29 -13.8
> 15 ppm to 500 ppm sulfur . 7 4 3 8 -8.5 10 -29.6 9 B 87.4
> 500 ppm sulfur .. -6 -3 -3 -7 -14.6 -22 -72.0 -3 -6 -44.6
Kerosene ... 0 0 0 0 -100.0 -2 -100.0 0 0 -100.0
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~— = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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