Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 7125114 7M814 | Difference | 7126013 | oot | 7i7712 | £ | zpsna | 7iem3 | 2oreent
hange Change Change
Refiner Net Production
Finished Motor Gasoline’ .................. 1,867 1,739 128 2,312 -19.2 2,195 -14.9 1,891 2,416 -21.7
East Coast (PADD 1) .. 89 105 -16 85 4.8 126 -29.8 108 90 20.5
Midwest (PADD 2) .... 561 551 10 774 -27.5 787 -28.6 582 812 -28.3
Gulf Coast (PADD 3) ... 802 640 161 943 -15.0 786 21 767 964 -20.4
Rocky Mountain (PADD 4) .... 211 223 -11 256 -17.5 223 -5.2 217 241 -9.8
West Coast (PADD 5) ... 204 220 -16 254 -19.4 273 -25.2 215 309 -30.3
Reformulated ................. 51 54 -2 75 -31.4 104 -50.4 54 75 -28.0
Blended with Ethanol 51 54 -2 75 -31.4 85 -39.6 54 75 -28.0
Other 0 0 0 0 - 19 -100.0 0 0 -
Conventional 1,816 1,686 130 2,237 -18.8 2,091 -13.1 1,837 2,341 -21.5
Blended with Ethanol 389 372 17 404 -3.7 357 9.2 376 406 -7.3
Ed55 and Lower ..... 389 372 17 404 -3.8 357 9.1 376 406 74
Greater than Ed55 . 0 0 0 0 25.8 0 - 0 0 25.8
Other .... 1,427 1,314 113 1,832 -22.1 1,734 -17.7 1,461 1,935 -24.5
Distillate Fuel Oil .. 4,967 5,169 -202 4,792 3.6 4,604 7.9 5,069 4,955 23
15 ppm sulfur and Under . 4,560 4,740 -180 4,442 2.6 4,227 7.9 4,655 4,612 0.9
> 15 ppm to 500 ppm sulfur . 163 187 -24 108 50.4 113 44.0 163 120 35.8
> 500 ppm sulfur .. 244 242 2 242 0.9 264 -7.5 251 223 12.5
Kerosene ................. 15 23 -8 59 -74.9 -4 -504.9 22 21 4.7
Kerosene-Type Jet Fuel . 1,686 1,668 17 1,601 5.3 1,686 0.0 1,647 1,576 45
Residual Fuel Oil 366 406 -40 511 -28.4 497 -26.4 403 479 -15.9
Blender Net Production

Finished Motor Gasoline' ... 8,075 8,049 26 6,903 17.0 6,546 234 8,004 6,850 16.8
East Coast (PADD 1) 3,046 3,055 -9 2,972 25 2,746 10.9 3,033 2,929 3.5
Midwest (PADD 2) 2,174 2,204 -30 1,502 447 1,449 50.1 2,172 1,470 47.8
Gulf Coast (PADD 3) ... 1,296 1,243 52 1,062 22.0 1,015 27.7 1,267 1,084 16.9
Rocky Mountain (PADD 4) . 139 136 3 62 124.2 65 113.7 136 61 121.4
West Coast (PADD 5) 1,420 1,411 10 1,305 8.9 1,271 11.7 1,396 1,306 6.9
Reformulated 3,068 3,049 19 3,015 1.7 2,936 4.5 3,027 2,977 1.7
Blended with Ethanol 3,068 3,049 19 3,015 1.7 2,936 45 3,027 2,977 1.7
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 5,007 5,000 7 3,888 28.8 3,609 38.7 4,977 3,873 28.5
Blended with Ethanol 5,272 5,306 -34 5,138 2.6 5,022 5.0 5,281 5,086 3.8
Ed55 and Lower ..... 5,269 5,304 -35 5,135 2.6 5,021 4.9 5,279 5,084 3.8
Greater than Ed55 . 3 2 1 2 15.5 2 65.2 2 2 26.5
Other .............. -265 -306 42 -1,249 -78.8 -1,413 -81.3 -304 -1,213 -75.0
Distillate Fuel Oil ..... 46 38 8 32 41.2 24 91.5 43 29 49.4
15 ppm sulfur and Under . 44 36 8 21 111.3 27 61.1 39 23 73.7
> 15 ppm to 500 ppm sulfur . 9 12 -3 10 -12.6 8 18.1 9 9 1.0
> 500 ppm sulfur .. -7 -11 4 1 -735.3 -1 -34.3 -5 -3 84.4
Kerosene .... 0 0 0 0 - 0 -100.0 -2 0 -789.2
Kerosene-Typ u 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~ = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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