Table 3. Refiner and Blender Net Production

(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 5/29/15 522115 | Difference | 53014 | oM | 53qi3 | RerCeM | gpgus | szoma | LOrOSM
ange Change Change
Refiner Net Production
Finished Motor Gasoline’ .................. 1,642 1,632 11 2,294 -28.4 2,436 -32.6 1,607 2,262 -29.0
East Coast (PADD 1) .. 64 69 -4 69 -6.2 84 -23.5 64 71 -9.6
Midwest (PADD 2) .... 312 385 -73 719 -56.6 912 -65.8 375 718 -47.8
Gulf Coast (PADD 3) ... 920 872 47 1,030 -10.7 936 -1.7 840 1,000 -16.0
Rocky Mountain (PADD 4) .... 192 172 19 220 -12.8 196 -2.2 174 222 -21.7
West Coast (PADD 5) ... 154 133 21 256 -39.7 308 -49.9 154 251 -38.9
Reformulated ................. 49 52 -3 54 -9.6 74 -34.7 49 58 -16.4
Blended with Ethanol 49 52 -3 54 -9.6 74 -34.7 49 58 -16.4
Other 0 0 0 0 - 0 - 0 0 -
Conventional 1,594 1,580 14 2,240 -28.9 2,362 -32.5 1,558 2,204 -29.3
Blended with Ethanol 405 421 -16 365 10.8 403 0.3 417 382 9.2
Ed55 and Lower ..... 405 421 -16 365 10.9 403 0.3 417 382 9.2
Greater than Ed55 . 0 0 0 0 -59.9 0 -33.2 0 0 -59.9
Other .... 1,189 1,159 30 1,875 -36.6 1,958 -39.3 1,142 1,822 -37.4
Distillate Fuel Oil .. 4,974 4,844 130 5,183 -4.0 4,768 43 4,858 4,989 -2.6
15 ppm sulfur and Under . 4,638 4,502 136 4,723 -1.8 4,430 47 4,553 4,586 -0.7
> 15 ppm to 500 ppm sulfur . 84 132 -49 231 -63.9 141 -40.6 84 133 -36.8
> 500 ppm sulfur ..... 253 210 43 229 10.3 197 28.1 222 271 -18.2
Kerosene .................. 2,352 2,416 -64 10 23,482.0 3 93,776.1 2,303 10 23,378.0
Kerosene-Type Jet Fuel . 1,710 1,636 74 1,530 11.7 1,517 12.7 1,645 1,513 8.7
Residual Fuel Oil 425 398 28 506 -16.0 540 -21.2 424 468 -9.4
Blender Net Production

Finished Motor Gasoline' ... 8,052 8,328 -276 7,908 1.8 6,759 19.1 8,236 8,091 1.8
East Coast (PADD 1) 3,068 3,202 -134 3,032 1.2 2,890 6.1 3,122 3,109 0.4
Midwest (PADD 2) 2,150 2,257 -107 2,134 0.8 1,394 54.2 2,223 2,171 24
Gulf Coast (PADD 3) ... 1,261 1,261 0 1,236 2.0 1,113 13.3 1,289 1,254 2.8
Rocky Mountain (PADD 4) . 139 142 -3 137 1.3 64 115.7 138 137 0.5
West Coast (PADD 5) 1,434 1,466 -32 1,370 4.7 1,297 10.5 1,463 1,419 3.1
Reformulated 3,013 3,178 -166 2,976 1.2 2,907 3.6 3,104 3,072 1.1
Blended with Ethanol 3,013 3,178 -166 2,976 1.2 2,907 3.6 3,104 3,072 1.1
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 5,039 5,150 -111 4,932 2.2 3,852 30.8 5,132 5,019 2.2
Blended with Ethanol 5,301 5,434 -133 5,240 1.2 4,947 7.2 5,396 5,348 0.9
Ed55 and Lower ..... 5,299 5,432 -133 5,238 1.2 4,944 7.2 5,394 5,346 0.9
Greater than Ed55 . 2 2 0 2 34 3 -28.5 2 2 5.6
Other .............. -262 -285 22 -308 -14.8 -1,095 -76.0 -265 -329 -19.5
Distillate Fuel Oil ..... 48 47 1 44 9.5 32 51.9 46 43 7.0
15 ppm sulfur and Under . 47 45 2 44 71 24 98.1 44 39 14.4
> 15 ppm to 500 ppm sulfur . 20 12 8 1 1,981.4 14 48.7 13 5 174.0
> 500 ppm sulfur .. -19 -10 -9 -1 2,457.7 -6 2423 -1 0 5,080.3
Kerosene ... 0 0 0 -1 -100.0 0 -100.0 0 0 -57.1
Kerosene-Typ u 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~ = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.

Weekly Petroleum Status Report/Energy Information Administration



