Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 11/23112 11116112 | Difference | 11/25/11 gfl:‘:;; 11/26/10 Zf\;c:;; 112312 | 1172511 gfl;":;‘;
Refiner Net Production
Finished Motor Gasoline’ ................... 2,448 2,577 -129 2,907 -15.8 2,802 -12.6 2,500 2,754 -9.3
East Coast (PADD 1) .. 145 176 -31 209 -30.9 190 -24.0 154 208 -25.8
Midwest (PADD 2) .... 737 803 -66 846 -12.9 775 -4.9 788 807 -2.3
Gulf Coast (PADD 3) ... 1,046 1,127 -81 1,366 -23.4 1,308 -20.0 1,074 1,218 -11.9
Rocky Mountain (PADD 4) ... 220 227 -7 244 -9.9 272 -19.2 210 249 -15.6
West Coast (PADD 5) .... 300 244 56 242 24.0 256 16.9 273 272 0.3
Reformulated ................. 80 115 -35 97 -16.8 70 14.8 107 97 10.1
Blended with Ethanol 80 100 -20 97 -16.8 70 14.8 94 97 -2.8
Other .......... 0 15 -15 0 - 0 - 12 0 -
Conventional . 2,367 2,462 -95 2,811 -15.8 2,732 -13.3 2,393 2,657 -10.0
Blended with Ethanol 371 351 20 369 0.5 247 50.0 357 367 -2.8
Ed55 and Lower ..... 371 351 20 369 0.5 247 50.0 357 367 -2.8
Greater than Ed55 . 0 0 0 0 — 0 — 0 0 0.6
Other .... 1,996 2,110 -114 2,441 -18.2 2,484 -19.6 2,036 2,290 111
Distillate Fuel Oil .. 4,543 4,640 -97 4,790 -5.2 4,288 5.9 4,565 4,638 -1.6
15 ppm sulfur and Under . 4,140 4,141 -2 4,180 -1.0 3,700 11.9 4,114 4,092 0.5
> 15 ppm to 500 ppm sulfur . . 164 169 -4 231 -28.8 194 -15.6 147 214 -31.3
> 500 ppm sulfur ..... . 240 330 -90 379 -36.9 393 -39.1 305 333 -8.4
Kerosene .................. 47 49 -2 13 2715 47 -0.5 51 16 230.5
Kerosene-Type Jet Fuel . 1,339 1,372 -33 1,363 -1.8 1,326 0.9 1,377 1,350 21
Residual Fuel Oil 444 504 -60 493 -9.9 528 -15.8 479 486 -1.4
Blender Net Production

Finished Motor Gasoline' ... 6,437 6,424 12 6,075 6.0 5,986 75 6,423 6,234 3.0
East Coast (PADD 1) 2,721 2,683 38 2,605 4.4 2,557 6.4 2,671 2,647 0.9
Midwest (PADD 2) 1,365 1,375 -10 1,295 54 1,267 7.8 1,389 1,361 21
Gulf Coast (PADD 3) ... 1,045 1,051 -6 884 18.2 859 21.6 1,030 935 10.2
Rocky Mountain (PADD 4) . 57 56 1 42 374 35 64.1 58 39 49.1
West Coast (PADD 5) 1,249 1,259 -10 1,249 0.0 1,268 -1.5 1,275 1,252 1.8
Reformulated 2,875 2,894 -20 2,886 -0.4 2,944 24 2,849 2,898 -1.7
Blended with Ethanol 2,875 2,894 -20 2,886 -0.4 2,946 -24 2,849 2,898 -1.7
Other .......... 0 0 0 0 - -2 -100.0 0 0 -
Conventional . 3,562 3,530 32 3,189 11.7 3,042 171 3,574 3,336 71
Blended with Ethanol 4,786 4,832 -46 4,571 47 4,277 11.9 4,875 4,713 34
Ed55 and Lower ..... 4,785 4,830 -45 4,569 47 4,276 11.9 4,874 4,711 3.5
Greater than Ed55 . . 1 1 -1 1 -38.8 1 -9.5 1 2 -27.9
Other .............. . -1,224 -1,302 77 -1,382 -11.4 -1,234 -0.8 -1,301 -1,377 -5.5
Distillate Fuel Oil ..... 18 29 -1 37 -50.9 16 10.5 25 27 -8.4
15 ppm sulfur and Under . 12 0 13 2 436.7 16 -22.4 9 8 12.2
> 15 ppm to 500 ppm sulfur . 2 6 -4 -4 -156.0 2 10.6 11 0 4,910.1
> 500 ppm sulfur .. 4 23 -20 38 -90.4 -1 -350.8 4 19 -75.9
Kerosene .... 0 -2 2 -1 -90.9 1 -110.7 -1 -1 0.0
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~— = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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