Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region 12114112 12/7M2 | Difference | 1216111 gfl:‘:;; 12117110 Zf\;c:;; 12114112 | 12116011 gfl;":;‘;
Refiner Net Production
Finished Motor Gasoline' .................. 2,662 2,674 -12 2,703 -1.5 2,920 -8.9 2,612 2,836 -7.9
East Coast (PADD 1) .. 168 156 13 174 -3.6 169 -0.7 154 186 -17.2
Midwest (PADD 2) .... 843 852 -8 904 -6.8 775 8.7 815 876 -6.9
Gulf Coast (PADD 3) ... 1,111 1,090 21 1,158 -4.1 1,444 -23.0 1,111 1,291 -14.0
Rocky Mountain (PADD 4) .... 227 232 -5 229 -0.6 246 -7.7 230 235 -2.2
West Coast (PADD 5) .... 312 344 -32 237 31.8 285 9.2 302 248 21.9
Reformulated ................. 83 78 5 93 -11.6 65 26.1 78 92 -156.5
Blended with Ethanol 83 78 5 93 -11.6 65 26.1 78 92 -15.5
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 2,579 2,596 -17 2,609 -1.2 2,855 9.7 2,534 2,744 -7.6
Blended with Ethanol 382 392 -9 390 -1.9 246 55.4 372 370 0.5
Ed55 and Lower ..... 382 392 -9 390 -1.9 246 5518] 372 370 0.5
Greater than Ed55 . 0 0 0 0 - 0 - 0 0 -
Other .... 2,197 2,205 -8 2,220 -1.0 2,609 -15.8 2,162 2,374 -8.9
Distillate Fuel Oil .. 4,838 4,713 125 4,988 -3.0 4,607 5.0 4,731 4,946 -4.3
15 ppm sulfur and Under . 4,281 4,275 6 4,189 22 3,895 9.9 4,264 4,198 1.6
> 15 ppm to 500 ppm sulfur . . 113 114 -1 241 -53.0 241 -53.0 134 233 -42.4
> 500 ppm sulfur ..... . 445 324 121 558 -20.3 471 -5.6 333 514 -35.3
Kerosene .................. 3 24 -22 26 -89.4 33 -91.6 29 15 91.9
Kerosene-Type Jet Fuel . 1,488 1,494 -6 1,420 4.8 1,419 4.9 1,442 1,417 1.7
Residual Fuel Oil 372 323 49 493 -24.6 574 -35.1 398 499 -20.1
Blender Net Production

Finished Motor Gasoline' ... 6,488 6,397 91 6,544 -0.9 6,421 1.0 6,417 6,310 1.7
East Coast (PADD 1) 2,657 2,737 -80 2,741 -3.1 2,800 -5.1 2,691 2,621 27
Midwest (PADD 2) 1,440 1,387 53 1,475 -24 1,436 0.3 1,394 1,468 -5.1
Gulf Coast (PADD 3) ... 1,034 1,010 25 1,007 27 856 20.8 1,032 926 11.5
Rocky Mountain (PADD 4) . 72 69 2 46 56.0 39 83.4 64 46 40.1
West Coast (PADD 5) 1,285 1,193 92 1,275 0.8 1,290 -0.3 1,235 1,249 -1.1
Reformulated 2,902 2,783 120 3,000 -3.3 3,072 -5.5 2,845 2,902 -2.0
Blended with Ethanol 2,902 2,783 120 3,000 -3.3 3,073 -5.6 2,845 2,902 -2.0
Other .......... 0 0 0 0 - -1 -100.0 0 0 -
Conventional . 3,585 3,614 -29 3,543 1.2 3,349 71 3,571 3,407 4.8
Blended with Ethanol 4,856 4,755 101 4,872 -0.3 4,690 3.6 4,802 4,762 0.8
Ed55 and Lower ..... 4,855 4,754 101 4,871 -0.3 4,689 3.5 4,801 4,761 0.8
Greater than Ed55 . . 1 1 0 2 -30.6 1 16.0 1 1 -29.5
Other .............. . -1,271 -1,141 -130 -1,329 -4.4 -1,341 -5.2 -1,230 -1,355 -9.2
Distillate Fuel Oil ..... 41 49 -7 20 106.6 23 76.6 32 15 111.5
15 ppm sulfur and Under . 8 11 -3 -57 -114.6 3 208.2 5 -27 -119.2
> 15 ppm to 500 ppm sulfur . 8 18 -10 -16 -147.2 2 389.7 11 -1 -201.1
> 500 ppm sulfur .. 25 20 5 93 -72.8 19 326 15 53 -72.0
Kerosene .... 1 1 0 2 -56.8 4 -76.9 0 1 -68.6
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~— = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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