Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product Raglon 12128112 1212112 | Difference | 12130111 | Fereent | 43134140 1212812 | 1230111 | Percent
Change Change
Refiner Inputs and Utilization
Crude Oil Inputs .. 15,341 15,328 13 14,756 4.0 14,988 15,408 14,651 5.2
East Coast (PADD 1) 940 959 -19 899 4.6 927 961 959 0.2
Midwest (PADD 2) ... 3,463 3,481 -18 3,508 -1.3 3,321 3,455 3,494 -1.1
Gulf Coast (PADD 3) ... 8,036 7,996 40 7,280 10.4 7,812 8,109 7,285 11.3
Rocky Mountain (PADD 4) . 597 584 13 576 3.6 518 591 553 6.9
West Coast (PADD 5) . 2,306 2,309 -3 2,493 -7.5 2,409 2,291 2,360 -2.9
Gross Inputs ............... 15,727 15,705 23 15,079 4.3 15,488 15,767 15,042 4.8
East Coast (PADD 1) 1,046 1,073 -27 899 16.3 929 1,048 960 9.2
Midwest (PADD 2) ... 3,404 3,416 -13 3,537 -3.8 3,354 3,404 3,521 -3.3
Gulf Coast (PADD 3) ... 8,228 8,184 44 7,432 10.7 8,091 8,288 7,496 10.6
Rocky Mountain (PADD 4) . 604 590 14 576 4.9 522 597 555 7.7
West Coast (PADD 5) . 2,445 2,441 4 2,635 -7.2 2,592 2,429 2,510 -3.3
Operable Capacity' .... 17,395 17,395 0 17,736 -1.9 17,594 17,395 17,736 -1.9
East Coast (PADD 1) 1,293 1,293 0 1,618 -20.1 1,397 1,293 1,618 -20.1
Midwest (PADD 2) ... 3,720 3,720 0 3,721 0.0 3,728 3,720 3,721 0.0
Gulf Coast (PADD 3) ... 8,725 8,725 0 8,646 0.9 8,626 8,725 8,646 0.9
Rocky Mountain (PADD 4) . 624 624 0 624 0.0 623 624 624 0.0
West Coast (PADD 5) . 3,032 3,032 0 3,128 -3.1 3,219 3,032 3,128 -3.1
Percent Utilization? .... 90.4 90.3 0.1 85.0 —-— 88.0 90.6 84.8 —-—
East Coast (PADD 1) 80.9 83.0 -2.1 55.6 -— 66.5 81.0 59.3 -—
Midwest (PADD 2) ... 91.5 91.8 -0.3 95.1 - 90.0 91.5 94.6 -—
Gulf Coast (PADD 3) ... 94.3 93.8 0.5 86.0 —-— 93.8 95.0 86.7 -=
Rocky Mountain (PADD 4) . 96.9 94.6 2.3 92.3 —— 83.8 95.7 88.9 ——
West Coast (PADD 5) 80.7 80.5 0.1 84.2 - 80.5 80.1 80.3 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ..................cccccocoveu..... 8,917 9,545 -628 8,936 -0.2 8,920 9,065 9,318 -2.7
Finished Motor Gasoline (less Adjustment)* 8,699 9,397 -698 8,655 0.5 8,862 9,079 9,142 -0.7
East Coast (PADD 1) .... . 2,682 2,870 -187 2,585 3.8 2,705 2,817 2,803 0.5
Midwest (PADD 2) ..... 2,185 2,408 -223 2,203 -0.8 2,203 2,279 2,315 -1.6
Gulf Coast (PADD 3) .. 2,051 2,284 -233 2,183 -6.0 2,158 2,145 2,222 -3.5
Rocky Mountain (PADD 4) 321 325 -4 261 22.8 327 312 278 12.0
West Coast (PADD 5) ... 1,459 1,511 -51 1,423 25 1,469 1,526 1,524 0.1
Reformulated? ... 2,845 3,090 -245 2,787 21 2,770 2,945 3,016 -2.4
Conventional4 . 5,854 6,308 -454 5,868 -0.2 6,092 6,134 6,126 0.1
Adjustment5 218 148 70 281 -— 58 -14 176 -=
Kerosene-Type Jet Fue 1,533 1,464 69 1,434 6.9 1,422 1,495 1,428 4.7
East Coast (PADD 1) .. 65 64 0 49 322 69 66 52 26.5
Midwest (PADD 2) .. 212 21 1 233 -9.3 228 208 221 -5.8
Gulf Coast (PADD 3) ... 771 748 23 665 15.9 667 793 695 14.0
Rocky Mountain (PADD 26 22 4 28 -8.6 29 24 28 -14.0
West Coast (PADD 5) ... 460 419 41 458 0.4 428 405 432 -6.4
Distillate Fuel Oil ........... 4,864 4,906 -42 4,832 0.7 4,625 4,853 4,925 -1.5
East Coast (PADD 1) .. 362 349 12 359 0.8 320 359 376 -4.7
Midwest (PADD 2) .. 1,068 1,066 2 1,125 -5.1 1,011 1,047 1,129 7.2
Gulf Coast (PADD 3) ... 2,702 2,762 -60 2,589 4.4 2,616 2,702 2,649 2.0
Rocky Mountain (PADD 4) 201 196 5 200 0.5 170 202 197 25
West Coast (PADD 5) . 531 532 -2 559 -5.1 508 543 574 -5.3
15 ppm sulfur and Under . 4,463 4,470 -7 4,280 4.3 3,986 4,377 4,186 4.6
> 15 ppm to 500 ppm sulfur 70 54 16 172 -59.3 267 94 201 -53.2
> 500 ppm sulfur .... 331 382 -51 380 -13.0 372 382 538 -29.1
Residual Fuel Oil . 361 350 11 469 -23.2 513 351 478 -26.5
East Coast (PA ) . 45 54 -9 45 -0.3 35 52 51 3.1
Midwest (PADD 2) .. 36 33 2 51 -30.3 50 39 55 -29.3
Gulf Coast (PADD 3) ... 164 167 -3 261 -37.0 311 163 253 -35.4
Rocky Mountain (PADD 4) 13 11 B 11 17.5 11 12 11 9.0
West Coast (PADD 5) .... 102 85 17 101 1.4 107 84 108 -21.7
Propane/Propylene® ..... 1,289 1,336 -47 1,191 8.2 1,072 1,323 1,188 11.3
East Coast (PADD 1) .. 74 70 4 61 20.9 41 71 67 5.6
Midwest (PADD 2) .. 277 284 -7 249 11.0 248 275 255 7.7
Gulf Coast (PADD 3) 804 828 -24 761 5.6 730 820 750 9.3
PADDs 4 and 5 135 155 -20 120 12.5 52 157 116 35.5
Ethanol Plant Production

Fuel Ethanol 807 834 -27 963 -16.2 904 822 952 -13.7
East Coast (PADD 1) .. W w W W W w W w W
Midwest (PADD 2) .. 759 773 -14 892 -15.0 859 767 882 -13.0
Gulf Coast (PADD 3) ... w W w w w w w w w
Rocky Mountain (PADD 4) w w w w w w w w w
West Coast (PADD 5) w w w w w w w w w

= Not Applicable.

~ = Data Not Available.
V¥ = Data Withheld.
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Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

3

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
8 Includes propane/propylene production from natural gas plants.

Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.

Weekly Petroleum Status Report/Energy Information Administration



