Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 10/25/13 101813 | Difference | 10/26/12 Zf‘:‘:;‘; 10/28/11 Zf‘:‘:;‘; 10/25M3 | 10/26/12 gfg:;;
Refiner Net Production
Finished Motor Gasoline™ ................... 2,123 2,191 -68 2,637 -16.3 2,582 -17.8 2,146 2,415 -11.1
East Coast (PADD 1) .. 53 59 -6 151 -65.1 183 -71.3 58 151 -61.8
Midwest (PADD 2) ... 646 728 -82 729 -11.4 792 -18.4 650 757 -14.2
Gulf Coast (PADD 3) ... 914 915 -2 1,148 -20.4 1,141 -19.9 949 1,002 -5.3
Rocky Mountain (PADD 4) .... 250 218 32 217 15.0 214 16.7 234 224 4.4
West Coast (PADD 5) ... 261 272 -10 291 -10.3 253 3.3 255 280 -8.9
Reformulated ................. 49 54 -5 112 -56.2 101 -51.4 54 105 -48.8
Blended with Ethanol 49 54 -5 93 -47.0 101 -51.4 54 89 -39.9
Other .......... 0 0 0 19 -100.0 0 - 0 16 -100.0
Conventional . 2,074 2,137 -63 2,425 -14.5 2,481 -16.4 2,092 2,310 -9.4
Blended with Ethanol 377 391 -14 373 1.0 348 8.4 375 357 5.0
Ed55 and Lower ..... 377 391 -14 373 1.0 348 8.3 375 357 4.9
Greater than Ed55 . 0 0 0 0 50.9 0 - 0 0 100.3
Other .... 1,697 1,746 -49 2,052 -17.3 2,133 -20.4 1,718 1,953 -121
Distillate Fuel Oil .. 4,875 4,763 112 4,471 9.0 4,642 5.0 4,725 4,400 7.4
15 ppm sulfur and Under . 4,526 4,365 161 4,100 10.4 4,046 11.9 4,405 4,007 9.9
> 15 ppm to 500 ppm sulfur . . 136 153 -17 56 143.6 244 -44.5 113 90 25.0
> 500 ppm sulfur ..... . 213 246 -33 315 -32.5 352 -39.6 207 303 -31.6
Kerosene .................. 24 6 18 163 -85.5 3 607.9 7 49 -84.8
Kerosene-Type Jet Fuel . 1,440 1,459 -19 1,484 -3.0 1,382 4.2 1,443 1,455 -0.8
Residual Fuel Oil 395 399 -4 596 -33.8 573 -31.1 375 481 -21.9
Blender Net Production

Finished Motor Gasoline! .... 6,945 6,714 230 6,549 6.0 6,485 71 6,851 6,446 6.3
East Coast (PADD 1) 2,891 2,788 103 2,743 5.4 2,722 6.2 2,834 2,693 5.2
Midwest (PADD 2) 1,542 1,461 81 1,414 9.0 1,451 6.2 1,512 1,407 7.5
Gulf Coast (PADD 3) ... 1,127 1,090 37 1,054 6.9 1,005 121 1,108 1,013 9.5
Rocky Mountain (PADD 4) . 515 56 -1 61 -10.2 38 44.3 59 64 -8.5
West Coast (PADD 5) 1,330 1,320 10 1,277 4.2 1,270 4.8 1,338 1,269 54
Reformulated 3,010 2,952 58 2,951 2.0 2,962 1.6 3,000 2,911 3.0
Blended with Ethanol 3,010 2,952 58 2,951 2.0 2,962 1.6 3,000 2,911 3.0
Other .......... 0 0 0 0 = 0 = 0 0 =
Conventional . 3,935 3,762 173 3,598 9.4 3,524 11.7 3,851 3,535 8.9
Blended with Ethanol 5,211 5,117 94 4,929 5.7 4,869 7.0 5,174 4,891 5.8
Ed55 and Lower ..... 5,209 5,115 94 4,928 5.7 4,867 7.0 5,172 4,889 5.8
Greater than Ed55 . . 2 2 0 2 71 2 19.0 2 2 21.2
Other .............. . -1,276 -1,355 79 -1,331 -4.1 -1,345 -5.1 -1,323 -1,356 -2.4
Distillate Fuel Oil ..... 62 56 6 34 82.6 11 485.5 68 27 150.4
15 ppm sulfur and Under . 36 30 6 24 46.5 -7 -597.3 27 19 40.4
> 15 ppm to 500 ppm sulfur . 15 4 10 4 273.7 3 4741 7 7 7.9
> 500 ppm sulfur .. 12 22 -10 6 104.7 15 -19.4 34 1 2,5657.5
Kerosene .... 7 1 7 0 1,635.6 25 -70.8 6 0 1,177.7
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~ = Not Applicable.
~ = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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