Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 3121114 314114 | Difference | 3122113 | o™ | gpgp | Percent | gpqqy | gy | Percent
hange Change Change
Refiner Net Production
Finished Motor Gasoline! ................... 2,062 2,155 -93 2,345 -121 2,364 -12.8 2,174 2,275 -4.4
East Coast (PADD 1) .. 60 56 4 146 -59.1 112 -46.8 61 127 -51.6
Midwest (PADD 2) .... 655 655 0 715 -8.3 749 -125 659 761 -13.4
Gulf Coast (PADD 3) ... 889 1,011 -122 1,052 =155 1,002 -11.3 990 920 7.7
Rocky Mountain (PADD 4) .... 236 254 -18 218 8.2 251 -6.1 235 243 -3.6
West Coast (PADD 5) ... 222 178 44 214 3.6 249 -11.0 230 225 2.0
Reformulated ................. 63 54 8 101 -38.1 114 -45.1 58 95 -39.1
Blended with Ethanol 63 54 8 101 -38.1 114 -45.1 58 95 -39.1
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 1,999 2,100 -101 2,244 -10.9 2,250 sl 2,117 2,181 -2.9
Blended with Ethano 349 339 10 421 -1741 388 -10.1 358 406 -11.9
Ed55 and Lower ..... 349 339 10 421 -17.41 388 -10.1 358 406 -11.9
Greater than Ed55 . 0 0 0 0 33.5 0 0.6 0 0 89.7
Other .... 1,650 1,761 -111 1,823 -9.5 1,862 -11.4 1,759 1,775 -0.9
Distillate Fuel Oil .. 4,698 4,662 36 4,186 12.2 4,270 10.0 4,626 4,202 10.1
15 ppm sulfur and Under . 4,375 4,280 95 3,865 13.2 3,625 20.7 4,244 3,838 10.6
> 15 ppm to 500 ppm sulfur . . 87 67 20 109 -19.8 183 -52.3 90 92 -2.4
> 500 ppm sulfur ..... . 236 314 -78 212 11.0 462 -49.0 292 272 7.3
Kerosene .................. 28 5 23 -11 -363.8 -2 -1,631.6 14 2 698.3
Kerosene-Type Jet Fuel . 1,452 1,407 45 1,538 -5.6 1,407 3.2 1,460 1,428 2.2
Residual Fuel Oil 439 487 -48 586 -25.1 531 -17.3 445 569 -21.7
Blender Net Production

Finished Motor Gasoline! .... 7,277 7,208 69 6,657 9.3 6,295 15.6 7,147 6,480 10.3
East Coast (PADD 1) 2,762 2,880 -118 2,831 -2.4 2,693 2.6 2,806 2,687 4.4
Midwest (PADD 2) 1,815 1,744 71 1,350 34.5 1,333 36.2 1,770 1,362 30.0
Gulf Coast (PADD 3) ... 1,216 1,166 51 1,108 9.8 980 241 1,155 1,076 7.3
Rocky Mountain (PADD 4) . 120 80 40 66 83.2 49 1443 89 67 33.8
West Coast (PADD 5) 1,363 1,338 25 1,303 4.6 1,239 9.9 1,327 1,288 3.0
Reformulated 2,976 2,966 10 2,975 0.0 2,786 6.8 2,958 2,886 25
Blended with Ethanol 2,976 2,966 10 2,975 0.0 2,786 6.8 2,958 2,886 25
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 4,301 4,242 59 3,682 16.8 3,509 22.6 4,188 3,593 16.6
Blended with Ethanol 5,191 5,135 55 4,911 5.7 4,795 8.3 5,125 4,848 5.7
Ed55 and Lower ..... 5,188 5,133 56 4,910 5.7 4,794 8.2 5,122 4,847 5.7
Greater than Ed55 . 3 3 0 1 147.3 2 64.3 2 1 86.3
Other .............. -890 -894 3 -1,228 -27.5 -1,286 -30.8 -936 -1,255 -25.4
Distillate Fuel Oil ..... 35 53 -18 18 92.7 15 133.7 41 21 93.1
15 ppm sulfur and Under . 34 40 -6 12 1741 10 227.6 27 23 17.5
> 15 ppm to 500 ppm sulfur . 8 13 -5 5 68.4 S 175.2 12 7 68.9
> 500 ppm sulfur .. -6 0 -7 1 -536.3 2 -408.1 3 -8 -135.7
Kerosene .... 0 0 0 0 -49.9 1 -71.4 1 0 75.2
Kerosene-Typ u 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~ = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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