Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/Region 3/9118 3128 |Difference | 3oz | Pereent | 54446 | Percent | 5948 | 307 | Pereent
Change Change Change
Refiner Inputs and Utilization
Crude Oil Inputs .. 16,367 15,935 432 15,472 5.8 15,996 23 16,004 15,475 3.4
East Coast (PADD 1) 953 930 24 863 10.4 1,027 =71 952 872 9.2
Midwest (PADD 2) ... 3,595 3,604 -8 3,601 -0.2 3,495 29 3,583 3,576 0.2
Gulf Coast (PADD 3) ... 8,633 8,387 246 8,176 5.6 8,498 1.6 8,398 8,240 1.9
Rocky Mountain (PADD 4) . 638 637 0 600 6.4 616 3.5 650 579 12.3
West Coast (PADD 5) . 2,548 2,377 170 2,231 14.2 2,359 8.0 2,421 2,208 9.7
Gross Inputs ............... 16,687 16,283 404 15,756 5.9 16,169 3.2 16,384 15,768 3.9
East Coast (PADD 1) 957 935 22 864 10.8 1,021 -6.2 961 873 10.1
Midwest (PADD 2) ... 3,593 3,604 -1 3,606 -0.4 3,500 27 3,582 3,579 0.1
Gulf Coast (PADD 3) ... 8,818 8,581 237 8,278 6.5 8,547 3.2 8,598 8,347 3.0
Rocky Mountain (PADD 4) . 634 640 -5 603 5.2 619 2.6 648 581 11.6
West Coast (PADD 5) . 2,685 2,524 162 2,406 11.6 2,483 8.1 2,594 2,388 8.6
Operable Capacity' .... 18,550 18,513 37 18,508 0.2 18,172 2.1 18,522 18,483 0.2
East Coast (PADD 1) 1,182 1,182 0 1,278 -7.5 1,273 =71 1,182 1,278 -7.5
Midwest (PADD 2) ... 4,013 4,013 0 3,976 0.9 3,878 3.5 4,013 3,962 1.3
Gulf Coast (PADD 3) ... 9,815 9,777 38 9,634 1.9 9,437 4.0 9,787 9,624 1.7
Rocky Mountain (PADD 4) . 693 693 0 696 -0.4 651 6.5 693 696 -0.4
West Coast (PADD 5) . 2,848 2,848 0 2,924 -2.6 2,933 -2.9 2,848 2,924 -2.6
Percent Utilization? .... 90.0 88.0 2.0 85.1 -— 89.0 -— 88.5 85.3 -—
East Coast (PADD 1) 81.0 79.1 1.8 67.6 -= 80.2 -— 81.3 68.3 -=
Midwest (PADD 2) ... 89.5 89.8 -0.3 90.7 —-— 90.3 - 89.3 90.3 -—
Gulf Coast (PADD 3) ... 89.8 87.8 21 85.9 -— 90.6 -— 87.9 86.7 -—
Rocky Mountain (PADD 4) . 91.5 92.3 -0.8 86.6 -— 95.0 -— 93.6 83.5 -—
West Coast (PADD 5) 94.3 88.6 5.7 82.3 —-= 84.7 —-— 91.1 81.7 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ..............c.cccccooveveuenn.. 10,280 9,923 357 9,540 7.8 10,015 2.6 9,925 9,567 3.7
Finished Motor Gasoline (excl. Adjustment)* 10,097 9,983 114 9,773 3.3 9,748 3.6 9,919 9,504 4.4
East Coast (PADD 1) .... 3,193 3,188 6 3,244 -1.6 3,194 0.0 3,123 3,101 0.7
Midwest (PADD 2) ..... 2,473 2,426 47 2,452 0.8 2,514 -1.6 2,457 2,419 1.6
Gulf Coast (PADD 3) .. 2,466 2,427 39 2,163 14.0 2,117 16.5 2,406 2,108 14.1
Rocky Mountain (PADD 4) 309 330 -21 289 6.8 301 2.8 301 288 45
West Coast (PADD 5) ... 1,656 1,613 43 1,624 1.9 1,624 2.0 1,632 1,588 2.7
Reformulated? ... 3,235 3,212 23 3,258 -0.7 3,171 2.0 3,191 3,157 1.1
Conventional* . 6,862 6,772 91 6,515 5.3 6,577 4.3 6,729 6,348 6.0
Adjustment® ... 183 -60 243 -233 -= 267 - 6 63 -=
Kerosene-Type Jet Fue 1,767 1,724 42 1,580 11.8 1,598 10.5 1,714 1,575 8.9
East Coast (PADD 1) .. 66 75 -10 69 -5.0 99 -33.6 74 66 11.9
Midwest (PADD 2) .. 248 249 0 238 4.2 237 5.0 253 240 55
Gulf Coast (PADD 3) ... 890 874 16 840 5.9 817 8.9 863 826 45
Rocky Mountain (PADD 40 42 -1 30 33.0 31 294 39 27 42.5
West Coast (PADD 5) .... 522 484 38 402 30.0 414 26.0 486 416 16.8
Distillate Fuel Oil ........... 4,478 4,596 -118 4,690 -4.5 4,781 -6.3 4,508 4,671 -3.5
East Coast (PADD 1) .. 276 312 -36 309 -10.5 239 15.7 294 289 1.5
Midwest (PADD 2) .. 1,026 1,055 -29 1,016 1.0 1,000 2.6 1,057 1,055 0.2
Gulf Coast (PADD 3) ... 2,456 2,555 -100 2,634 -6.8 2,710 -9.4 2,433 2,607 -6.7
Rocky Mountain (PADD 4) 205 201 4 208 -1.3 215 -4.8 208 199 4.4
West Coast (PADD 5) . SIS 473 43 524 -1.7 617 -16.4 517 521 -0.7
15 ppm sulfur and Under . 4,230 4,311 -81 4,365 -3.1 4,454 -5.0 4,208 4,335 -2.9
> 15 ppm to 500 ppm sulfur 26 105 -79 125 -79.1 149 -82.5 93 125 -26.1
> 500 ppm sulfur 223 180 43 200 11.2 178 25.1 208 211 -1.7
Residual Fuel Oil 462 436 26 501 -7.7 415 11.3 444 471 -5.9
East Coast (PADD 1) .. 23 30 -7 34 -34.5 24 -6.6 30 37 -19.4
Midwest (PADD 2) .. 40 49 -9 51 -21.4 51 -21.6 45 50 9.2
Gulf Coast (PADD 3) ... 256 220 36 278 -8.0 182 40.2 238 250 -4.9
Rocky Mountain (PADD 4) ... 14 12 2 11 22.6 10 31.8 13 12 3.0
West Coast (PADD 5) .... 130 126 4 126 3.3 147 -11.5 118 122 -3.2
PropanelProperne6 ..... 1,890 1,857 33 1,732 9.1 1,682 12.4 1,862 1,703 9.3
East Coast (PADD 1) .. 176 174 2 152 16.3 119 48.3 173 151 14.4
Midwest (PADD 2) 479 462 17 437 9.6 415 15.6 475 441 75
Gulf Coast (PADD 3) 1,012 1,012 0 933 8.5 979 34 1,001 911 9.9
PADDs 4 and 5 222 208 14 210 5.8 169 31.7 213 200 6.8
Ethanol Plant Production

Fuel Ethanol 1,025 1,057 -32 1,045 -1.9 999 2.7 1,049 1,034 1.4
East Coast (PADD 1) .. 27 23 4 - - - - 25 - -
Midwest (PADD 2) .. 943 973 -31 957 -1.5 917 2.8 964 946 1.9
Gulf Coast (PADD 3) ... 22 26 -4 - - - - 25 - -
Rocky Mountain (PADD 4) 14 15 -1 - - - - 14 - -
West Coast (PADD 5) 20 20 0 - - - - 20 - -

= Not Applicable.

~ = Data Not Available.
VY = Data Withheld.

2

Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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