Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region . Percent Percent Percent
4/12/19 4/5/19 Difference | 4/13/18 Change 41417 Change 4/12119 4/13/18 Change
Refiner Inputs and Utilization
Crude Oil Inputs ............cccocoiiiiiniiiee 16,078 16,100 -22 16,949 -5.1 16,938 -5.1 15,965 16,925 -5.7
East Coast (PADD 1) .. 980 971 10 1,088 -9.9 1,049 -6.6 962 991 -2.9
Midwest (PADD 2) ... 3,823 3,573 250 3,901 -2.0 3,750 1.9 3,603 3,798 -5.1
Gulf Coast (PADD 3) ... 8,575 8,723 -148 8,983 -4.5 8,901 -3.7 8,540 9,025 -5.4
Rocky Mountain (PADD 4) .... 559 575 -16 585 -4.5 684 -18.4 589 602 -2.2
West Coast (PADD 5) . 2,142 2,259 -118 2,392 -10.5 2,554 -16.1 2,271 2,509 -9.5
Gross Inputs ............... 16,446 16,407 39 17,151 -4.1 17,296 -4.9 16,261 17,223 -5.6
East Coast (PADD 1) 992 977 15 1,099 -9.7 1,061 -6.4 973 1,010 -3.6
Midwest (PADD 2) ... 3,827 3,580 247 3,894 -1.7 3,751 2.0 3,609 3,797 -5.0
Gulf Coast (PADD 3) ... 8,782 8,849 -68 9,013 -2.6 9,091 -3.4 8,673 9,145 -5.2
Rocky Mountain (PADD 4) . 559 574 -16 579 -3.6 682 -18.1 588 600 -2.0
West Coast (PADD 5) . 2,286 2,426 -139 2,564 -10.8 2,710 -15.6 2,418 2,672 -9.5
Operable Capacity' .... 18,762 18,762 0 18,567 1.1 18,618 0.8 18,683 18,559 0.7
East Coast (PADD 1) 1,224 1,224 0 1,224 0.0 1,256 -25 1,224 1,203 1.7
Midwest (PADD 2) ... 4,141 4,141 0 4,071 1.7 3,999 3.6 4,118 4,042 1.9
Gulf Coast (PADD 3) ... 9,835 9,835 0 9,752 0.9 9,736 1.0 9,800 9,784 0.2
Rocky Mountain (PADD 4) . 687 687 0 683 0.6 694 -1.0 685 688 -0.4
West Coast (PADD 5) . 2,875 2,875 0 2,838 1.3 2,933 -2.0 2,857 2,843 0.5
Percent Utilization? ... 87.7 87.5 0.2 92.4 —-— 92.9 —-— 87.0 92.8 -——
East Coast (PADD 1) 81.1 79.8 1.3 89.8 -— 84.5 -— 79.5 83.8 -—
Midwest (PADD 2) ... 92.4 86.5 6.0 95.7 —-— 93.8 - 87.6 93.9 -—
Gulf Coast (PADD 3) ... 89.3 90.0 -0.7 92.4 -— 93.4 -— 88.5 93.5 —-—
Rocky Mountain (PADD 4) . 81.3 83.6 -2.3 84.8 -— 98.3 -— 85.8 87.2 -—
West Coast (PADD 5) 79.5 84.4 -4.8 90.4 -= 92.4 -= 84.7 94.0 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ................ccccccoo.c..... 9,917 10,169 -252 10,204 -2.8 9,794 1.3 9,889 10,193 -3.0
Finished Motor Gasoline (excl. Adjustment)* 10,086 10,123 -37 10,113 -0.3 9,743 3.5 10,053 9,986 0.7
East Coast (PADD 1) .... . 3,346 3,271 75 3,240 3.3 3,185 5.0 3,298 3,152 4.6
Midwest (PADD 2) ..... 2,522 2,519 3 2,551 -1.1 2,518 0.2 2,507 2,500 0.3
Gulf Coast (PADD 3) .. 2,337 2,365 -27 2,423 -3.6 2,071 12.8 2,343 2,431 -3.6
Rocky Mountain (PADD 4) 312 320 -8 289 8.0 334 -6.5 315 303 4.2
West Coast (PADD 5) ... 1,569 1,649 -80 1,609 -25 1,635 -4.0 1,590 1,600 -0.7
Reformulated? ... 3,265 3,248 17 3,254 0.3 3,208 1.8 3,235 3,203 1.0
Conventional4 . 6,821 6,876 -54 6,859 -0.6 6,535 4.4 6,818 6,783 0.5
Adjustment® ... -169 46 -215 91 -= 51 - -164 208 -=
Kerosene-Type Jet 1,714 1,722 -8 1,754 -2.3 1,751 -2.1 1,721 1,797 -4.2
East Coast (PADD 1) .. 84 72 12 102 -17.4 77 9.3 79 85 -6.5
Midwest (PADD 2) .. 287 270 17 237 20.7 258 11.0 270 252 7.4
Gulf Coast (PADD 3) 921 951 -30 936 -1.6 917 0.4 912 956 -4.6
Rocky Mountain (PADD 36 31 5 26 375 43 -15.1 35 35 -1.3
West Coast (PADD 5) .... 387 400 -13 453 -14.6 456 -15.2 425 470 9.6
Distillate Fuel Oil ........... 4,823 5,038 -215 5,094 -5.3 5,150 -6.3 4,914 5,052 -2.7
East Coast (PADD 1) .. 327 289 38 351 -7.0 344 -5.0 307 341 -10.1
Midwest (PADD 2) .. 1,071 1,024 47 1,125 -4.8 1,104 -3.0 1,043 1,112 -6.2
Gulf Coast (PADD 3) ... 2,716 2,960 -243 2,889 -6.0 2,880 -5.7 2,804 2,862 -2.0
Rocky Mountain (PADD 4) 175 201 -26 184 -5.0 226 -22.4 194 198 -2.1
West Coast (PADD 5) .... 534 565 -31 545 -2.0 597 -10.5 567 539 5.0
15 ppm sulfur and Under . 4,476 4,638 -163 4,790 -6.6 4,811 -7.0 4,542 4,724 -3.8
> 15 ppm to 500 ppm sulfur 78 154 -75 75 4.9 138 -43.4 122 61 98.5
> 500 ppm sulfur .... 269 246 24 229 17.5 200 345 250 267 -6.4
Residual Fuel Oil . 448 299 149 408 10.0 375 19.4 343 370 -7.2
East Coast (PA ) . 21 20 2 40 -46.5 40 -46.4 28 33 -16.6
Midwest (PADD 2) .. 82 35 47 42 95.1 45 83.3 48 41 19.2
Gulf Coast (PADD 3) ... 198 142 57 204 -2.6 195 1.6 149 180 -17.1
Rocky Mountain (PADD 4) 12 13 -1 11 8.5 13 -7.5 12 11 18.6
West Coast (PADD 5) .... 135 89 46 111 21.2 83 62.5 106 106 -0.1
Prop:«me/ProperneG ..... 1,956 2,003 -47 1,822 7.4 1,783 9.7 2,001 1,855 7.9
East Coast (PADD 1) .. 222 209 13 180 23.0 157 415 193 173 11.5
Midwest (PADD 2) .. 407 457 -50 457 -10.8 438 =71 450 466 -3.5
Gulf Coast (PADD 3) 1,128 1,127 1 986 14.4 983 14.7 1,147 1,005 14.2
PADDs 4 and 5 199 210 -11 199 -0.1 204 2.7 211 211 -0.2
Ethanol Plant Production

Fuel Ethanol 1,016 1,002 15 1,009 0.7 993 23 998 1,030 -3.1
East Coast (PADD 1) .. 23 24 -1 26 -13.3 - - 25 27 -9.9
Midwest (PADD 2) .. 945 931 14 925 21 908 4.1 926 941 -1.6
Gulf Coast (PADD 3) ... 15 13 2 23 -33.3 - - 14 26 -46.0
Rocky Mountain (PADD 4) 14 14 -1 14 -4.7 - - 14 14 -5.2
West Coast (PADD 5) 20 19 1 21 -2.7 - - 19 21 -6.6

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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