Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region . Percent Percent Percent
9/27/19 9/20/19 | Difference | 9/28/18 Change 9/29/17 Change 9/27/19 9/28/18 Change
Refiner Inputs and Utilization
Crude Oil Inputs ............cccocoiiiiiniiiee 16,017 16,513 -496 16,591 -3.5 16,029 -0.1 16,683 17,094 24
East Coast (PADD 1) .. 815 824 -9 957 -14.8 1,003 -18.7 819 1,015 -19.3
Midwest (PADD 2) ... 3,823 3,802 21 3,314 15.4 3,598 6.3 3,932 3,670 71
Gulf Coast (PADD 3) ... 8,537 8,929 -392 9,051 -5.7 8,204 4.1 8,908 9,189 -3.1
Rocky Mountain (PADD 4) .... 622 622 0 674 -1.7 675 -7.8 639 648 -1.4
West Coast (PADD 5) . 2,220 2,336 -116 2,595 -14.4 2,549 -12.9 2,385 2,572 -7.3
Gross Inputs ............... 16,252 16,888 -636 16,808 -3.3 16,358 -0.7 17,043 17,381 -1.9
East Coast (PADD 1) 821 832 -11 968 -15.2 1,006 -18.4 827 1,023 -19.2
Midwest (PADD 2) ... 3,841 3,831 10 3,228 19.0 3,599 6.7 3,958 3,638 8.8
Gulf Coast (PADD 3) ... 8,724 9,130 -407 9,172 -4.9 8,350 4.5 9,124 9,330 -2.2
Rocky Mountain (PADD 4) . 624 627 -3 674 74 675 7.5 641 648 -1.0
West Coast (PADD 5) . 2,242 2,467 -225 2,767 -19.0 2,728 -17.8 2,494 2,741 -9.0
Operable Capacity' ... 18,802 18,802 0 18,599 1.1 18,569 1.3 18,802 18,599 1.1
East Coast (PADD 1) 1,224 1,224 0 1,224 0.0 1,182 3.6 1,224 1,224 0.0
Midwest (PADD 2) ... 4,141 4,141 0 4,092 1.2 4,011 3.2 4,141 4,092 1.2
Gulf Coast (PADD 3) ... 9,876 9,876 0 9,762 1.2 9,752 1.3 9,876 9,762 1.2
Rocky Mountain (PADD 4) . 687 687 0 683 0.5 692 -0.8 687 683 0.5
West Coast (PADD 5) . 2,875 2,875 0 2,838 1.3 2,933 -2.0 2,875 2,838 1.3
Percent Utilization? ... 86.4 89.8 -3.4 90.4 —-— 88.1 —— 90.6 93.5 ——
East Coast (PADD 1) 67.1 68.0 -0.9 79.1 -— 85.1 -— 67.5 83.6 -—
Midwest (PADD 2) ... 92.8 92,5 0.2 78.9 —-— 89.7 - 95.6 88.9 -—
Gulf Coast (PADD 3) ... 88.3 92.5 -4.1 94.0 —-= 85.6 - 92.4 95.6 —-=
Rocky Mountain (PADD 4) . 90.9 91.3 -0.4 98.7 -— 97.5 -— 93.4 94.8 -—
West Coast (PADD 5) 78.0 85.8 -7.8 97.5 -= 93.0 -= 86.7 96.6 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ................ccccccoo.c..... 10,081 10,240 -159 9,950 1.3 9,853 2.3 10,033 10,109 -0.8
Finished Motor Gasoline (excl. Adjustment)* 10,051 10,035 15 10,081 -0.3 10,170 -1.2 9,986 9,990 0.0
East Coast (PADD 1) .... . 3,278 3,322 -44 3,177 3.2 3,310 -1.0 3,248 3,166 2.6
Midwest (PADD 2) ..... 2,586 2,655 -70 2,572 0.5 2,573 0.5 2,583 2,578 0.2
Gulf Coast (PADD 3) .. 2,233 2,125 108 2,414 -7.5 2,355 -5.2 2,227 2,313 -3.7
Rocky Mountain (PADD 4) 332 329 B 334 -0.6 331 0.5 330 338 -2.1
West Coast (PADD 5) ... 1,621 1,604 18 1,584 2.3 1,602 1.2 1,597 1,596 0.1
Reformulated? ... 3,229 3,250 -20 3,223 0.2 3,327 -2.9 3,214 3,211 0.1
Conventional* . 6,821 6,786 36 6,858 -0.5 6,843 -0.3 6,773 6,779 -0.1
Adjustment® ... 30 205 -175 -131 -= -317 - 47 119 -—
Kerosene-Type Jet 1,721 1,773 -52 1,744 -1.3 1,618 6.4 1,830 1,853 -1.2
East Coast (PADD 1) .. 85 91 -6 73 16.6 77 11.2 96 87 10.7
Midwest (PADD 2) .. 274 279 -5 234 17.0 256 7.0 300 263 14.0
Gulf Coast (PADD 3) 929 936 -7 926 0.3 757 22.7 962 970 -0.7
Rocky Mountain (PADD 42 40 1 36 16.9 34 21.3 38 35 9.6
West Coast (PADD 5) .... 391 426 -35 475 -17.8 494 -20.8 433 498 -13.1
Distillate Fuel Oil ........... 4,813 5,000 -187 5,029 -4.3 4,929 -2.3 5,066 5,254 -3.6
East Coast (PADD 1) .. 295 251 44 297 -0.5 335 -12.0 261 315 -17.2
Midwest (PADD 2) .. 1,126 1,061 65 1,001 12.5 1,092 3.1 1,141 1,088 4.9
Gulf Coast (PADD 3) ... 2,595 2,886 -291 2,883 -10.0 2,692 -3.6 2,847 3,039 -6.3
Rocky Mountain (PADD 4) 204 196 8 231 -11.8 229 -11.0 207 217 -4.3
West Coast (PADD 5) .... 594 606 -13 618 -4.0 581 21 609 595 2.3
15 ppm sulfur and Under . 4,577 4,746 -170 4,746 -3.6 4,605 -0.6 4,793 4,940 -3.0
> 15 ppm to 500 ppm sulfur 79 122 -43 126 -37.6 128 -38.5 120 107 121
> 500 ppm sulfur .... 158 132 26 157 0.6 196 -19.5 153 207 -26.1
Residual Fuel Oil . 330 392 -63 342 -3.5 491 -32.8 343 386 -11.0
East Coast (PA ) . 26 23 4 48 -44.7 47 -44.2 26 44 -39.9
Midwest (PADD 2) .. 46 43 & 40 15.1 63 -28.0 45 50 -11.7
Gulf Coast (PADD 3) ... 121 156 -35 145 -16.7 268 -54.9 127 178 -28.5
Rocky Mountain (PADD 4) 13 12 1 13 54 11 15.3 13 13 55
West Coast (PADD 5) .... 123 158 -35 97 27.6 100 23.0 132 101 30.7
Propane/Propylene® ... 2,149 2,247 -98 2,023 6.2 1,795 19.7 2,188 2,003 9.2
East Coast (PADD 1) .. 288 291 -3 203 41.7 183 57.2 278 188 47.8
Midwest (PADD 2) .. 471 510 -38 528 -10.8 463 1.9 497 513 -3.1
Gulf Coast (PADD 3) 1,176 1,210 -34 1,068 10.1 953 23.4 1,186 1,086 9.3
PADDs 4 and 5 214 236 -22 224 -4.4 197 8.8 228 217 5.0
Ethanol Plant Production

Fuel Ethanol 958 943 15 1,015 -5.7 1,010 -5.2 982 1,031 -4.7
East Coast (PADD 1) .. 20 24 -4 22 -9.2 20 -1.1 24 26 -8.4
Midwest (PADD 2) .. 887 877 9 930 -4.7 928 -4.5 910 944 -3.6
Gulf Coast (PADD 3) ... 22 16 6 30 -25.1 25 -12.9 20 28 -27.3
Rocky Mountain (PADD 4) 14 10 4 14 -0.2 15 -4.9 12 13 =71
West Coast (PADD 5) 15 15 0 20 -23.4 22 -28.7 15 20 -21.9

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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