Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region . Percent Percent Percent
11/8/19 11/1/19 | Difference | 11/9/18 Change 1110117 Change 11/8/19 11/9/18 Change
Refiner Inputs and Utilization
Crude Oil Inputs ............cccocoiiiiiniiiee 15,916 15,761 154 16,432 -3.1 16,639 -4.3 15,885 16,381 -3.0
East Coast (PADD 1) .. 742 725 17 916 -19.0 1,179 -37.0 731 923 -20.8
Midwest (PADD 2) ... 3,667 3,728 -61 3,442 6.5 3,544 3.5 3,663 3,236 13.2
Gulf Coast (PADD 3) ... 8,487 8,328 159 8,967 -5.4 8,935 -5.0 8,478 9,169 -7.5
Rocky Mountain (PADD 4) .... 593 555 38 600 -1.1 586 1.1 575 620 -7.3
West Coast (PADD 5) . 2,426 2,426 0 2,506 -3.2 2,395 1.3 2,439 2,433 0.2
Gross Inputs ............... 16,506 16,169 337 16,765 -1.5 16,893 -2.3 16,293 16,680 -2.3
East Coast (PADD 1) 799 730 69 922 -13.4 1,180 -32.3 749 930 -19.5
Midwest (PADD 2) ... 3,698 3,753 -55 3,431 7.8 3,544 4.3 3,667 3,178 15.4
Gulf Coast (PADD 3) ... 8,857 8,595 262 9,157 -3.3 9,054 2.2 8,760 9,344 -6.3
Rocky Mountain (PADD 4) . 593 558 36 601 -1.3 590 0.5 576 619 -6.9
West Coast (PADD 5) . 2,558 2,533 25 2,653 -3.6 2,525 1.3 2,542 2,608 -2.6
Operable Capacity' ... 18,808 18,802 6 18,602 1.1 18,573 1.3 18,804 18,600 1.1
East Coast (PADD 1) 1,224 1,224 0 1,224 0.0 1,182 3.6 1,224 1,224 0.0
Midwest (PADD 2) ... 4,147 4,141 6 4,092 1.3 4,011 34 4,143 4,092 1.2
Gulf Coast (PADD 3) ... 9,876 9,876 0 9,765 1.1 9,754 1.2 9,876 9,763 1.2
Rocky Mountain (PADD 4) . 687 687 0 683 0.5 693 -0.9 687 683 0.5
West Coast (PADD 5) . 2,875 2,875 0 2,838 1.3 2,933 -2.0 2,875 2,838 1.3
Percent Utilization? ... 87.8 86.0 1.8 90.1 —-— 91.0 —-— 86.6 89.7 —-—
East Coast (PADD 1) 65.3 59.7 5.6 75.4 -— 99.8 -— 61.2 76.0 -—
Midwest (PADD 2) ... 89.2 90.6 -1.5 83.9 -— 88.4 - 88.5 77.7 -—
Gulf Coast (PADD 3) ... 89.7 87.0 2.7 93.8 —-— 92.8 - 88.7 95.7 —-=
Rocky Mountain (PADD 4) . 86.4 81.2 5.2 88.0 —— 85.2 —— 83.9 90.7 ——
West Coast (PADD 5) 89.0 88.1 0.9 93.5 —-= 86.1 -= 88.4 91.9 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ................ccccccoo.c..... 10,173 10,036 136 10,056 1.2 9,852 3.3 10,123 10,040 0.8
Finished Motor Gasoline (excl. Adjustment)* 10,371 10,193 178 10,354 0.2 10,095 27 10,200 10,292 -0.9
East Coast (PADD 1) .... . 3,379 3,212 167 3,250 4.0 3,248 4.0 3,273 3,243 0.9
Midwest (PADD 2) ..... 2,676 2,652 24 2,627 1.9 2,593 3.2 2,667 2,625 1.6
Gulf Coast (PADD 3) .. 2,471 2,457 14 2,585 -4.4 2,384 3.7 2,382 2,531 -5.9
Rocky Mountain (PADD 4) 322 274 48 334 -3.5 309 4.4 313 322 -2.8
West Coast (PADD 5) ... 1,523 1,597 -74 1,558 -2.3 1,561 -25 1,564 1,570 -0.4
Reformulated? ... 3,250 3,211 39 3,211 1.2 3,250 0.0 3,230 3,261 -0.9
Conventional4 . 7,121 6,982 139 7,143 -0.3 6,845 4.0 6,970 7,031 -0.9
Adjustment® ... -198 -157 -42 -298 -= -243 - =77 -252 -=
Kerosene-Type Jet 1,780 1,740 39 1,655 75 1,610 10.5 1,713 1,679 2.0
East Coast (PADD 1) .. 99 73 25 57 721 85 16.2 72 56 28.6
Midwest (PADD 2) .. 273 268 5 256 6.5 251 8.9 269 236 14.1
Gulf Coast (PADD 3) 965 930 35 856 12.8 804 20.1 916 897 21
Rocky Mountain (PADD 29 33 -4 31 -5.4 34 -13.4 33 31 7.2
West Coast (PADD 5) .... 414 436 -22 455 -9.1 437 -5.3 422 459 -8.1
Distillate Fuel Oil ........... 5,039 4,875 164 4,993 0.9 5,231 -3.7 4,912 4,975 -1.3
East Coast (PADD 1) .. 222 229 -8 315 -29.7 398 -44.2 243 328 -25.9
Midwest (PADD 2) .. 1,104 1,145 -41 1,027 7.5 1,070 3.2 1,106 967 14.4
Gulf Coast (PADD 3) ... 2,930 2,749 181 2,849 29 3,028 -3.2 2,802 2,925 -4.2
Rocky Mountain (PADD 4) 193 153 39 199 -3.2 184 5.0 175 197 -11.3
West Coast (PADD 5) .... 591 598 -8 603 -2.1 552 7.0 586 557 5.2
15 ppm sulfur and Under . 4,678 4,559 118 4,722 -0.9 4,897 -4.5 4,551 4,670 -2.6
> 15 ppm to 500 ppm sulfur 145 160 -16 129 11.7 129 12.3 167 132 26.7
> 500 ppm sulfur .... 217 156 61 142 52.6 205 6.0 195 173 12.4
Residual Fuel Oil . 257 398 -142 378 -32.1 383 -33.0 331 374 -11.4
East Coast (PA ) . 22 20 2 31 -28.6 38 -41.9 21 35 -40.4
Midwest (PADD 2) .. 32 45 -12 41 -21.3 54 -39.6 40 40 0.2
Gulf Coast (PADD 3) ... 102 175 -73 176 -42.3 161 -36.8 134 178 -24.8
Rocky Mountain (PADD 4) 13 12 1 15 -14.0 7 72.0 12 14 -12.0
West Coast (PADD 5) .... 87 146 -59 114 -23.5 123 -28.6 124 107 16.3
Propane/Propylene® ... 2,114 2,052 62 1,940 9.0 1,890 11.8 2,077 1,979 4.9
East Coast (PADD 1) .. 232 292 -60 253 -8.4 188 23.7 276 228 21.2
Midwest (PADD 2) .. 513 490 22 415 23.4 506 1.3 476 470 1.4
Gulf Coast (PADD 3) 1,161 1,055 106 1,058 9.7 1,005 15.5 1,110 1,067 4.0
PADDs 4 and 5 208 215 -7 213 -2.3 192 8.3 215 215 -0.2
Ethanol Plant Production

Fuel Ethanol 1,030 1,014 16 1,067 -3.4 1,054 -2.3 1,011 1,055 -4.1
East Coast (PADD 1) .. 26 27 -1 24 8.4 28 -5.9 25 23 8.8
Midwest (PADD 2) .. 957 936 20 988 -3.2 967 -1.1 936 976 -4.1
Gulf Coast (PADD 3) ... 15 21 -5 20 -22.3 24 -36.5 19 22 -11.1
Rocky Mountain (PADD 4) 15 14 1 14 2.8 14 2.0 14 14 1.6
West Coast (PADD 5) 17 16 1 21 -16.9 21 -17.5 17 20 -16.7

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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