Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region ) Percent Percent Percent
5/29/20 5/22/20 | Difference | 5/31/19 Change 6/1/18 Change 5/29/20 5/31/19 Change
Refiner Inputs and Utilization
Crude Oil Inputs 13,307 12,991 316 16,938 -21.4 17,369 -23.4 12,896 16,740 -23.0
East Coast (PADD 1) 616 576 40 1,143 -46.1 1,140 -45.9 591 1,092 -45.9
Midwest (PADD 2) ... 3,144 3,244 -100 3,469 -9.4 4,123 -23.8 3,098 3,504 -11.6
Gulf Coast (PADD 3) ... 7,395 7,035 360 9,139 -19.1 9,047 -18.3 7,073 9,112 -22.4
Rocky Mountain (PADD 4) . 486 465 21 683 -28.8 610 -20.3 481 655 -26.6
West Coast (PADD 5) . 1,665 1,670 -5 2,504 -33.5 2,449 -32.0 1,653 2,377 -30.5
Gross Inputs ............... 13,616 13,527 89 17,227 -21.0 17,707 -23.1 13,301 17,047 -22.0
East Coast (PADD 1) 624 611 13 1,146 -45.5 1,142 -45.3 610 1,099 -44.5
Midwest (PADD 2) ... 3,160 3,258 -98 3,469 -8.9 4,124 -23.4 3,111 3,500 -11.1
Gulf Coast (PADD 3) ... 7,566 7,418 149 9,291 -18.6 9,222 -18.0 7,343 9,277 -20.8
Rocky Mountain (PADD 4) . 495 482 13 684 -27.6 607 -18.4 492 655 -24.9
West Coast (PADD 5) . 1,770 1,758 12 2,637 -32.9 2,611 -32.2 1,745 2,516 -30.7
Operable Capacity 18,976 18,976 0 18,767 1.1 18,567 2.2 18,976 18,767 1.1
East Coast (PADD 1) .. 1,224 1,224 0 1,224 0.0 1,224 0.0 1,224 1,224 0.0
Midwest (PADD 2) ... 4,196 4,196 0 4,141 1.3 4,071 3.1 4,196 4,141 1.3
Gulf Coast (PADD 3) ... 9,983 9,983 0 9,840 1.5 9,752 24 9,983 9,840 1.5
Rocky Mountain (PADD 4) .... 698 698 0 687 1.7 683 2.2 698 687 1.7
West Coast (PADD 5) . 2,875 2,875 0 2,875 0.0 2,838 1.3 2,875 2,875 0.0
Percent Utilization? .... 71.8 71.3 0.5 91.8 —-— 95.4 - 70.1 90.8 -—
East Coast (PADD 1) 51.0 50.0 1.1 93.7 —-— 93.3 - 49.9 89.8 —-=
Midwest (PADD 2) 75.3 7.7 -2.3 83.8 -— 101.3 -— 741 84.5 -—
Gulf Coast (PADD 3) 75.8 743 1.5 94.4 -= 94.6 -— 73.6 94.3 -=
Rocky Mountain (PADD 4) . 70.9 69.0 1.9 99.6 —-— 88.9 - 70.5 95.4 -—
West Coast (PADD 5) 61.6 61.2 0.4 91.7 —— 92.0 —— 60.7 87.5 ——
Refiner and Blender Net Production
Finished Motor Gasoline3 ....................cccoo........ 7,779 7,171 609 10,049 -22.6 9,658 -19.5 7,403 9,927 -25.4
Finished Motor Gasoline (excl. Adiustment)4 7,706 7,607 99 10,119 -23.8 9,659 -20.2 7,401 10,178 -27.3
East Coast (PADD 1) . 2,481 2,431 50 3,314 -25.1 3,111 -20.2 2,383 3,383 -29.6
Midwest (PADD 2) ..... 2,048 2,005 43 2,564 -20.1 2,571 -20.3 1,975 2,608 -24.3
Gulf Coast (PADD 3) .. 1,712 1,731 -19 2,354 -27.3 2,109 -18.8 1,636 2,266 -27.8
Rocky Mountain (PADD 4) ... 259 253 5 329 -21.4 296 -12.5 250 318 -21.3
West Coast (PADD 5) ... 1,206 1,186 20 1,557 -22.6 1,574 -23.4 1,156 1,603 -27.9
Reformulated? ... 2,326 2,290 36 3,209 -27.5 3,142 -26.0 2,225 3,267 -31.9
Conventional* . 5,380 5,317 63 6,909 -22.1 6,517 -17.4 5,175 6,912 0.2
Adjustment® 74 -436 510 -69 -— -1 -— 3 -252 —-—
Kerosene-Type Jet Fuel 506 496 1 1,794 -71.8 1,887 -73.2 476 1,743 -72.7
East Coast (PADD 1) .. 8 1 7 121 -93.3 101 -91.9 2 103 -98.1
Midwest (PADD 2) .. 101 99 2 247 -59.3 272 -63.0 91 257 -64.7
Gulf Coast (PADD 3) ... 245 246 -1 907 -72.9 994 -75.3 234 918 -74.5
Rocky Mountain (PADD 4) .... 9 10 -1 38 =771 36 -76.1 11 36 -69.3
West Coast (PADD 5) .... 144 140 4 481 -70.1 483 -70.3 138 429 -67.8
Distillate Fuel Oil ........... 4,714 4,780 -66 5,404 -12.8 5,324 -11.5 4,798 5,264 -8.9
East Coast (PADD 1) .. 217 232 -15 339 -36.0 374 -42.0 227 349 -35.0
Midwest (PADD 2) 1,014 1,089 -75 1,093 -7.2 1,273 -20.4 1,091 1,076 1.4
Gulf Coast (PADD 3) ... 2,807 2,777 30 3,126 -10.2 2,940 -4.5 2,783 3,048 -8.7
Rocky Mountain (PADD 4) 182 188 -6 239 -23.8 199 -8.3 187 228 -18.1
West Coast (PADD 5) 494 494 0 608 -18.7 538 -8.2 510 563 -9.5
15 ppm sulfur and Under 4,479 4,553 -74 5,043 -11.2 5,019 -10.7 4,563 4,922 -7.3
> 15 ppm to 500 ppm sulfur 103 141 -38 150 -31.5 100 24 119 129 -8.0
> 500 ppm sulfur .... 132 86 46 212 -37.5 205 -35.4 116 213 -45.5
Residual Fuel Oil 250 223 26 391 -36.1 408 -38.8 187 358 -47.6
East Coast (PADD 1) .. 29 31 -2 27 6.1 55 -47.9 31 31 -1.1
Midwest (PADD 2) .. 29 24 6 37 -20.2 51 -41.9 23 85 -32.7
Gulf Coast (PADD 3) ... 108 96 12 218 -50.5 203 -46.7 66 175 -62.4
Rocky Mountain (PADD 4) ... 10 9 1 14 -28.9 12 -14.4 9 11 -19.2
West Coast (PADD 5) .... 74 64 9 95 -22.4 88 -16.3 58 106 -44.8
Propane/Propylene® ..... 1,989 2,014 -24 2,146 -7.3 1,965 1.2 1,970 2,099 -6.1
East Coast (PADD 1) .. 195 214 -19 214 -8.6 190 3.0 193 210 -8.3
Midwest (PADD 2) 435 421 14 496 -12.3 525 -17.2 425 478 -11.2
Gulf Coast (PADD 3) ... 1,156 1,166 -10 1,209 -4.4 1,038 11.4 1,153 1,195 -3.4
PADDs 4 and 5 204 213 -9 227 -10.2 213 -4.3 199 216 22.8
Ethanol Plant Production

Fuel Ethanol 765 724 40 1,044 -26.8 1,041 -26.6 692 1,056 -34.4
East Coast (PADD 1) .. 10 7 2 26 -63.1 25 -61.2 9 24 -62.5
Midwest (PADD 2) 733 695 38 965 -24.0 952 -23.0 662 978 -32.3
Gulf Coast (PADD 3) 7 7 0 19 -62.5 29 -75.0 7 22 -68.9
Rocky Mountain (PADD 4) 7 7 0 14 -49.6 14 -50.5 7 13 -46.8
West Coast (PADD 5) 7 7 0 20 -63.1 21 -64.8 8 20 -59.9

= Not Applicable.
~ = Data Not Available.

Based on the latest reported monthly operable capacity.

V¥ = Data Withheld.
2

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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