Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/Raglon 713120 6/26/20 | Difference | 7/519 | Pereent | gg4g | Percent | 500 | 751 | Percent
Change Change Change
Refiner Inputs and Utilization
Crude Oil Inputs ............cccooiriiiiiiie 14,347 14,033 315 17,438 -17.7 17,652 -18.7 13,955 17,332 -19.5
East Coast (PADD 1) .. 593 599 -6 847 -30.0 1,203 -50.7 586 976 -39.9
Midwest (PADD 2) ... 3,459 3,402 57 4,039 -14.3 3,893 -11.1 3,360 3,973 -15.4
Gulf Coast (PADD 3) ... 7,860 7,652 208 9,356 -16.0 9,315 -15.6 7,658 9,220 -16.9
Rocky Mountain (PADD 4) .... 585 590 -5 668 -12.4 648 9.7 581 675 -14.0
West Coast (PADD 5) . 1,850 1,790 60 2,528 -26.8 2,592 -28.6 1,770 2,489 -28.9
Gross Inputs ............... 14,698 14,320 379 17,808 -17.5 17,981 -18.3 14,295 17,727 -19.4
East Coast (PADD 1) 634 618 16 850 -25.4 1,205 -47.3 616 979 =371
Midwest (PADD 2) ... 3,483 3,418 65 4,052 -14.0 3,889 -10.4 3,382 3,980 -15.0
Gulf Coast (PADD 3) ... 8,057 7,814 243 9,532 -15.5 9,470 -14.9 7,861 9,437 -16.7
Rocky Mountain (PADD 4) . 590 594 -4 671 -12.1 645 -8.5 587 678 -13.4
West Coast (PADD 5) . 1,933 1,876 58 2,702 -28.4 2,773 -30.3 1,849 2,653 -30.3
Operable Capacity' .... 18,976 18,976 0 18,802 0.9 18,599 2.0 18,976 18,806 0.9
East Coast (PADD 1) 1,224 1,224 1,224 0.0 1,224 0.0 1,224 1,224 0.0
Midwest (PADD 2) ... 4,196 4,196 0 4,141 1.3 4,092 25 4,196 4,141 1.3
Gulf Coast (PADD 3) ... 9,983 9,983 0 9,876 1.1 9,762 23 9,983 9,879 1.1
Rocky Mountain (PADD 4) . 698 698 0 687 1.7 683 22 698 687 1.7
West Coast (PADD 5) . 2,875 2,875 0 2,875 0.0 2,838 1.3 2,875 2,875 0.0
Percent Utilization? ... 77.5 75.5 2.0 94.7 -— 96.7 - 75.3 94.3 -—
East Coast (PADD 1) 51.8 50.5 1.3 69.5 -— 98.5 -— 50.3 80.0 -—
Midwest (PADD 2) ... 83.0 81.5 1.6 97.8 —-— 95.0 - 80.6 96.1 -—
Gulf Coast (PADD 3) ... 80.7 78.3 24 96.5 —-— 97.0 - 78.7 95.5 —-=
Rocky Mountain (PADD 4) . 84.5 85.0 -0.6 97.7 —— 94.4 —— 84.1 98.7 ——
West Coast (PADD 5) 67.3 65.3 2.0 94.0 —-= 97.7 -= 64.3 92.3 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ...............c..cccoocovueene.. 9,045 8,905 140 10,418 -13.2 10,699 -15.5 8,775 10,325 -15.0
Finished Motor Gasoline (excl. Adjustment)* 9,017 8,807 210 10,220 -11.8 10,168 -11.3 8,752 10,259 -14.7
East Coast (PADD 1) .... . 2,939 2,906 33 3,333 -11.8 3,259 -9.8 2,852 3,338 -14.6
Midwest (PADD 2) ..... 2,483 2,337 146 2,726 -8.9 2,620 -5.3 2,386 2,678 -10.9
Gulf Coast (PADD 3) .. 1,903 1,882 22 2,242 -15.1 2,366 -19.5 1,865 2,278 -18.2
Rocky Mountain (PADD 4) 288 301 -12 322 -10.6 316 -8.8 293 336 -12.7
West Coast (PADD 5) ... 1,404 1,382 22 1,597 -12.1 1,606 -12.6 1,356 1,629 -16.7
Reformulated? ... 2,790 2,727 63 3,246 -14.1 3,202 -12.9 2,707 3,284 -17.6
Conventional* . 6,228 6,080 147 6,974 -10.7 6,965 -10.6 6,045 6,974 -13.3
Adjustment® ... 28 98 -70 198 -— 531 -— 23 67 -—
Kerosene-Type Jet Fu 853 743 110 2,005 -57.5 1,906 -55.3 757 1,900 -60.1
East Coast (PADD 1) .. 12 10 2 107 -88.9 116 -89.8 10 118 91.7
Midwest (PADD 2) .. 137 135 2 280 -51.0 274 -50.0 131 281 -53.6
Gulf Coast (PADD 3) 486 432 54 1,033 -52.9 986 -50.7 428 960 -55.5
Rocky Mountain (PADD 17 19 -2 43 -61.2 40 -57.5 14 39 -63.5
West Coast (PADD 5) .... 201 147 53 541 -62.9 490 -59.1 175 502 -65.1
Distillate Fuel Oil ........... 4,756 4,624 132 5,358 -11.2 5,442 -12.6 4,609 5,342 -13.7
East Coast (PADD 1) .. 218 222 -4 242 -10.0 380 -42.7 217 307 -29.4
Midwest (PADD 2) .. 1,067 1,025 43 1,277 -16.4 1,185 -9.9 989 1,186 -16.6
Gulf Coast (PADD 3) ... 2,779 2,716 63 3,061 -9.2 3,013 -7.8 2,749 3,061 -10.2
Rocky Mountain (PADD 4) 215 201 15 205 4.8 216 -0.3 202 222 -9.1
West Coast (PADD 5) .... 476 461 15 573 -16.9 648 -26.6 453 566 -20.0
15 ppm sulfur and Under . 4,532 4,436 96 5,043 -10.1 5,107 -11.3 4,393 4,995 -12.0
> 15 ppm to 500 ppm sulfur 116 108 8 132 -12.1 137 -15.4 104 138 -24.7
> 500 ppm sulfur .... 107 79 28 182 -41.0 198 -45.7 113 210 -46.4
Residual Fuel Oil . 237 310 -72 393 -39.6 328 -27.7 275 415 -33.7
East Coast (PA ) . 28 29 -1 23 242 50 -43.2 29 34 -14.4
Midwest (PADD 2) .. 22 20 1 48 -54.9 50 -56.8 22 41 -46.1
Gulf Coast (PADD 3) ... 82 146 -64 216 -61.9 122 -32.3 108 205 -47.7
Rocky Mountain (PADD 4) 11 11 1 10 10.8 11 -2.9 1 12 -9.1
West Coast (PADD 5) .... 93 103 -10 95 -1.9 94 -1.1 106 123 -13.8
Propane/Propylene® ... 2,189 2,230 -41 2,150 1.8 1,940 12.8 2,179 2,131 22
East Coast (PADD 1) .. 189 203 -14 191 -11 188 0.2 196 212 -7.5
Midwest (PADD 2) .. 503 484 19 486 3.5 482 4.4 486 482 0.9
Gulf Coast (PADD 3) 1,267 1,307 -40 1,241 2.1 1,049 20.8 1,262 1,208 45
PADDs 4 and 5 230 236 -6 232 -0.7 222 3.9 235 230 2.2
Ethanol Plant Production

Fuel Ethanol 914 900 14 1,047 -12.8 1,033 -11.5 887 1,070 =171
East Coast (PADD 1) .. 12 12 1 25 -51.2 26 -52.2 11 27 -58.2
Midwest (PADD 2) .. 876 862 14 967 -9.5 942 =71 850 992 -14.3
Gulf Coast (PADD 3) ... 9 9 0 24 -63.5 30 -70.6 9 22 -59.8
Rocky Mountain (PADD 4) 9 9 0 14 -32.0 15 -35.4 9 13 -26.0
West Coast (PADD 5) 8 9 -1 17 -54.9 20 -61.5 8 17 -53.5

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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