Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region 817120 7/31/20 |Difference | s/oig | Percent | giqqqg | Percent | g7 siging | Percent
Change Change Change
Refiner Inputs and Utilization
Crude Oil Inputs 14,658 14,637 21 17,302 -15.3 17,981 -18.5 14,524 17,276 -15.9
East Coast (PADD 1) 625 554 71 862 -27.5 1,128 -44.6 529 907 -41.7
Midwest (PADD 2) ... 3,666 3,611 55 4,092 -10.4 4,044 -9.4 3,628 4,070 -10.9
Gulf Coast (PADD 3) ... 7,795 7,995 -200 9,114 -14.5 9,649 -19.2 7,894 9,050 -12.8
Rocky Mountain (PADD 4) . 605 605 0 674 -10.2 587 3.0 606 696 -13.0
West Coast (PADD 5) . 1,967 1,871 96 2,559 -23.1 2,572 -23.5 1,867 2,553 -26.9
Gross Inputs ............... 15,108 15,104 4 17,826 -15.2 18,243 -17.2 15,020 17,734 -15.3
East Coast (PADD 1) 639 637 2 867 -26.3 1,139 -43.9 575 913 -37.0
Midwest (PADD 2) ... 3,676 3,625 51 4,107 -10.5 4,046 -9.1 3,639 4,085 -10.9
Gulf Coast (PADD 3) ... 8,087 8,219 -131 9,484 -14.7 9,733 -16.9 8,183 9,316 -12.2
Rocky Mountain (PADD 4) . 602 604 -2 678 -11.2 584 3.1 605 699 -13.4
West Coast (PADD 5) . 2,104 2,019 85 2,691 -21.8 2,741 -23.3 2,017 2,721 -25.9
Operable Capacity 18,641 18,976 -335 18,802 -0.9 18,599 0.2 18,892 18,802 0.5
East Coast (PADD 1) .. 889 1,224 -335 1,224 -27.4 1,224 -27.4 1,140 1,224 -6.8
Midwest (PADD 2) ... 4,196 4,196 0 4,141 1.3 4,092 25 4,196 4,141 1.3
Gulf Coast (PADD 3) ... 9,983 9,983 0 9,876 1.1 9,762 2.3 9,983 9,876 1.1
Rocky Mountain (PADD 4) .... 698 698 0 687 1.7 683 2.2 698 687 1.7
West Coast (PADD 5) . 2,875 2,875 0 2,875 0.0 2,838 1.3 2,875 2,875 0.0
Percent Utilization? .... 81.0 79.6 1.5 94.8 —-— 98.1 - 79.5 94.3 -—
East Coast (PADD 1) 71.8 52.1 19.8 70.8 —-— 93.1 - 51.9 74.6 —-=
Midwest (PADD 2) 87.6 86.4 1.2 99.2 -— 98.9 -— 86.7 98.6 -—
Gulf Coast (PADD 3) 81.0 82.3 -1.3 96.0 -= 99.7 -— 82.0 94.3 -=
Rocky Mountain (PADD 4) . 86.2 86.5 -0.3 98.7 -— 85.5 - 86.7 101.8 —-—
West Coast (PADD 5) 73.2 70.2 3.0 93.6 —= 96.6 == 70.2 94.6 ==
Refiner and Blender Net Production
Finished Motor Gasoline3 ................cc.cccoo........ 9,600 9,300 300 10,203 -5.9 10,234 -6.2 9,284 10,282 -9.7
Finished Motor Gasoline (excl. Adjustment)* 9,361 8,988 372 10,412 -10.1 10,276 -8.9 9,103 10,234 -11.1
East Coast (PADD 1) . 3,119 2,978 141 3,397 -8.2 3,366 -7.3 2,998 3,374 -11.2
Midwest (PADD 2) ..... 2,466 2,453 13 2,686 -8.2 2,659 -7.2 2,469 2,681 -7.9
Gulf Coast (PADD 3) .. 2,087 1,865 222 2,334 -10.6 2,271 -8.1 1,945 2,202 -11.7
Rocky Mountain (PADD 4) ... 295 321 -26 340 -13.0 325 -9.1 309 353 -12.4
West Coast (PADD 5) ... 1,393 1,371 23 1,656 -15.8 1,655 -15.8 1,382 1,624 -14.9
Reformulated? ... 2,844 2,788 56 3,301 -13.8 3,310 -14.1 2,800 3,275 -14.5
Conventional* . 6,517 6,200 317 7,111 -8.4 6,966 -6.4 6,303 6,959 -9.4
Adjustment’ 239 311 -72 -209 == -42 == 181 48 ==
Kerosene-Type Jet Fuel 939 852 87 1,938 -51.5 1,985 -52.7 896 1,923 -53.4
East Coast (PADD 1) .. 8 19 -1 114 -92.9 112 -92.7 12 116 -89.8
Midwest (PADD 2) .. 196 180 16 297 -34.1 262 -25.5 178 299 -40.4
Gulf Coast (PADD 3) ... 447 422 25 1,007 -55.6 1,045 -57.2 466 983 -52.6
Rocky Mountain (PADD 4) .... 22 27 -5 37 -40.3 35 -36.7 25 38 -33.4
West Coast (PADD 5) .... 267 205 61 483 -44.8 531 -49.8 215 487 -55.8
Distillate Fuel Oil ........... 4,789 4,909 -120 5,077 -5.7 5,337 -10.3 4,811 5,186 -7.2
East Coast (PADD 1) .. 193 189 4 252 -23.4 339 -43.0 184 260 -29.2
Midwest (PADD 2) 1,088 1,066 22 1,198 -9.2 1,111 -2.1 1,076 1,204 -10.6
Gulf Coast (PADD 3) ... 2,804 2,960 -156 2,889 -3.0 3,083 -9.1 2,865 2,912 -1.6
Rocky Mountain (PADD 4) 213 207 5 205 3.8 186 14.5 205 225 -9.1
West Coast (PADD 5) 492 487 5 532 -7.5 618 -20.5 481 585 -17.7
15 ppm sulfur and Under 4,537 4,616 -80 4,819 -5.9 5,030 -9.8 4,554 4,922 -7.5
> 15 ppm to 500 ppm sulfur 125 171 -46 83 51.0 131 -4.3 135 85 58.1
> 500 ppm sulfur .... 127 122 5 174 -26.9 176 -27.8 122 180 -32.0
Residual Fuel Oil 239 245 -7 328 -27.3 469 -49.1 211 376 -43.9
East Coast (PADD 1) .. 35 27 7 27 30.5 54 -36.3 23 39 -41.6
Midwest (PADD 2) .. 34 35 -1 39 -12.5 64 -46.6 34 44 -23.4
Gulf Coast (PADD 3) ... 90 97 -7 151 -40.4 176 -48.7 86 179 -52.1
Rocky Mountain (PADD 4) ... 12 12 0 14 -16.3 11 8.5 11 13 -15.9
West Coast (PADD 5) .... 68 74 -6 97 -30.1 164 -58.6 58 101 -42.8
Propane/Propylene® ..... 2,323 2,333 -10 2,259 2.8 1,946 19.3 2,301 2,260 1.8
East Coast (PADD 1) .. 282 246 36 262 7.9 167 68.5 242 246 -1.8
Midwest (PADD 2) 500 522 -22 503 -0.5 496 0.9 502 512 -1.9
Gulf Coast (PADD 3) ... 1,301 1,327 -26 1,264 3.0 1,073 21.3 1,310 1,265 3.5
PADDs 4 and 5 239 238 1 231 3.7 210 13.8 246 236 4.4
Ethanol Plant Production

Fuel Ethanol 918 931 -13 1,045 -12.2 1,072 -14.4 929 1,039 -10.6
East Coast (PADD 1) .. 12 12 0 22 -43.2 27 -55.4 13 24 -47 1
Midwest (PADD 2) 872 886 -14 969 -10.1 981 -11.1 882 961 -8.3
Gulf Coast (PADD 3) 17 15 2 24 -31.6 28 -41.2 16 24 -32.4
Rocky Mountain (PADD 4) 9 10 0 13 -30.9 15 -37.0 9 14 -30.9
West Coast (PADD 5) 8 9 -1 17 -53.9 21 -62.1 9 16 -47.4

= Not Applicable.
~ = Data Not Available.

Based on the latest reported monthly operable capacity.

Vy = Data Withheld.
2

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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