Table 3. Refiner and Blender Net Production

(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region 9/4/20 8/28/20 | Difference |  9/6/19 Zﬁf:;‘; 97118 Zﬁf:;‘; 9/4/20 9/6/19 Zﬁf:;;
Refiner Net Production
Finished Motor Gasoline® ................. 1,387 1,468 -81 1,586 -12.6 1,640 -15.5 1,539 1,528 0.7
East Coast (PADD 1) .. 52 54 -2 84 -38.5 59 -12.2 54 85 -36.7
Midwest (PADD 2) .... 407 414 -7 383 6.3 363 12.3 406 367 10.8
Gulf Coast (PADD 3) ... 699 748 -49 856 -18.4 947 -26.2 823 804 24
Rocky Mountain (PADD 4) .... 152 160 -8 182 -16.4 173 -12.4 165 179 -8.1
West Coast (PADD 5) .... 77 92 -15 81 -4.8 98 -21.7 91 94 -3.2
Reformulated ................. 38 38 0 68 -44.3 41 -8.3 38 67 -43.5
Blended with Ethanol 38 38 0 68 -44.3 41 -8.3 38 67 -43.5
Other 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional 1,349 1,430 -81 1,518 -11.2 1,599 -15.6 1,501 1,462 2.7
Blended with Ethanol 450 458 -8 473 -4.8 443 1.6 462 477 -3.1
Ed55 and Lower ..... 450 458 -8 473 -4.8 443 1.6 462 477 -3.1
Greater than Ed55 . 0 0 0 0 0.0 0 -83.3 0 0 75.1
Other .... 899 972 -73 1,045 -14.0 1,156 -22.2 1,038 984 5.3
Distillate Fuel Oil .. 4,364 4,745 -381 5,310 -17.8 5,503 -20.7 4,725 5,224 -9.5
15 ppm sulfur and Under . 4,296 4,550 -254 5,015 -14.3 5,193 -17.3 4,555 4,922 -7.5
> 15 ppm to 500 ppm sulfur . 90 102 -12 130 -30.7 74 21.3 114 123 -7.7
> 500 ppm sulfur .. -22 93 -115 165 -113.3 236 -109.3 57 179 -68.3
Kerosene .................. 10 12 -2 4 188.2 18 -42.7 10 5 98.2
Kerosene-Type Jet Fuel . 666 848 -182 1,981 -66.4 1,934 -65.6 861 1,949 -55.8
Residual Fuel Oil 168 200 -32 300 -44.2 369 -54.6 189 373 -49.4
Blender Net Production

Finished Motor Gasoline' ... 7,546 7,807 -261 8,471 -10.9 8,389 -10.1 7,738 8,694 -11.0
East Coast (PADD 1) 2,840 2,962 -122 3,216 -11.7 3,141 -9.6 2,934 3,283 -10.6
Midwest (PADD 2) 2,005 2,080 -75 2,198 -8.8 2,196 -8.7 2,062 2,275 9.4
Gulf Coast (PADD 3) ... 1,235 1,292 -57 1,394 -11.4 1,427 -13.4 1,273 1,428 -10.9
Rocky Mountain (PADD 4) . 146 147 -1 153 -4.4 159 -8.0 150 166 -9.5
West Coast (PADD 5) 1,319 1,325 -6 1,510 -12.7 1,466 -10.0 1,319 1,543 -14.5
Reformulated 2,725 2,863 -139 3,125 -12.8 3,130 -13.0 2,805 3,208 -12.6
Blended with Ethanol 2,725 2,863 -139 3,125 -12.8 3,130 -13.0 2,805 3,208 -12.6
Other .......... 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional . 4,821 4,943 -122 5,346 -9.8 5,259 -8.3 4,933 5,486 -10.1
Blended with Ethanol 5,012 5,152 -140 5,555 -9.8 5,461 -8.2 5,133 5,646 -9.1
Ed55 and Lower ..... 5,007 5,147 -139 5,549 -9.8 5,458 -8.3 5,128 5,640 -9.1
Greater than Ed55 . 5] 6 -1 6 -17.6 3 45.2 5] 6 -14.5
Other .............. -191 -209 18 -209 -8.6 -203 -5.6 -200 -159 255
Distillate Fuel Oil ..... 34 34 0 31 9.9 32 4.9 35 33 5.7
15 ppm sulfur and Under . 33 34 0 30 10.1 27 24.0 35 30 13.8
> 15 ppm to 500 ppm sulfur . 5 6 -1 4 24.3 8 -39.5 5 5 8.8
> 500 ppm sulfur .. -5 -5 1 -4 27.2 -3 56.0 -5 -2 138.6
Kerosene .... 0 0 0 0 -200.0 0 -90.0 0 0 -37.5
Kerosene-Typ 2 2 -1 1 53.2 0 0.0 2 2 -26.4

~~ = Not Applicable.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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