Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region . Percent Percent Percent
9/18/20 9/11/20 | Difference | 9/20/19 Change 9/21/18 Change 9/18/20 9/20/19 Change
Refiner Inputs and Utilization
Crude Oil Inputs 13,370 13,488 -119 16,513 -19.0 16,514 -19.0 13,376 17,024 -21.4
East Coast (PADD 1) 540 545 -5 824 -34.5 945 -42.8 554 824 -32.8
Midwest (PADD 2) ... 3,277 3,559 -282 3,802 -13.8 3,450 -5.0 3,557 4,003 -11.1
Gulf Coast (PADD 3) ... 7,031 6,853 178 8,929 -21.3 8,932 -21.3 6,751 9,064 -25.5
Rocky Mountain (PADD 4) . 570 580 -10 622 -8.3 628 -9.2 586 658 -11.0
West Coast (PADD 5) . 1,951 1,950 1 2,336 -16.5 2,559 -23.8 1,929 2,474 -22.1
Gross Inputs ............... 13,931 14,123 -192 16,888 -17.5 16,816 -17.2 13,930 17,436 -20.1
East Coast (PADD 1) 587 575 13 832 -29.4 950 -38.2 590 833 -29.1
Midwest (PADD 2) ... 3,299 3,572 -274 3,831 -13.9 3,405 -3.1 3,573 4,027 -11.3
Gulf Coast (PADD 3) ... 7,325 7,263 62 9,130 -19.8 9,106 -19.6 7,077 9,303 -23.9
Rocky Mountain (PADD 4) . 587 582 5 627 -6.3 632 -7.1 592 660 -10.4
West Coast (PADD 5) . 2,133 2,131 2 2,467 -13.5 2,723 -21.7 2,098 2,613 -19.7
Operable Capacity 18,622 18,622 0 18,802 -1.0 18,599 0.1 18,627 18,802 -0.9
East Coast (PADD 1) .. 889 889 0 1,224 -27.4 1,224 -27.4 889 1,224 -27.4
Midwest (PADD 2) ... 4,177 4,177 0 4,141 0.9 4,092 2.1 4,182 4,141 1.0
Gulf Coast (PADD 3) ... 9,983 9,983 0 9,876 1.1 9,762 2.3 9,983 9,876 1.1
Rocky Mountain (PADD 4) .... 698 698 0 687 1.7 683 2.2 698 687 1.7
West Coast (PADD 5) . 2,875 2,875 0 2,875 0.0 2,838 1.3 2,875 2,875 0.0
Percent Utilization? .... 74.8 75.8 -1.0 89.8 -— 90.4 - 74.8 92.7 -—
East Coast (PADD 1) 66.1 64.6 1.4 68.0 —-— 77.6 - 66.4 68.0 —-=
Midwest (PADD 2) 79.0 85.5 -6.5 92.5 -— 83.2 -— 85.4 97.3 -—
Gulf Coast (PADD 3) 734 72.8 0.6 92.5 -= 93.3 -— 70.9 94.2 -=
Rocky Mountain (PADD 4) . 84.1 83.4 0.7 91.3 —-— 92.6 - 84.8 96.2 -—
West Coast (PADD 5) 74.2 741 0.1 85.8 —— 95.9 —— 73.0 90.9 ——
Refiner and Blender Net Production
Finished Motor Gasoline3 ....................cccoo........ 9,315 8,819 495 10,240 -9.0 9,832 -5.3 9,150 10,081 -9.2
Finished Motor Gasoline (excl. Adjustment)* 8,970 9,101 -132 10,035 -10.6 9,849 -8.9 9,069 10,050 9.8
East Coast (PADD 1) . 2,941 2,934 8 3,322 -11.5 2,990 -1.6 2,946 3,282 -10.2
Midwest (PADD 2) ..... 2,385 2,375 10 2,655 -10.2 2,637 -9.6 2,417 2,584 -6.5
Gulf Coast (PADD 3) .. 2,020 2,096 -76 2,125 -5.0 2,259 -10.6 2,023 2,246 -9.9
Rocky Mountain (PADD 4) ... 300 304 -4 329 -8.8 344 -12.7 302 333 9.3
West Coast (PADD 5) ... 1,323 1,393 -70 1,604 -17.5 1,619 -18.3 1,382 1,606 -13.9
Reformulated? ... 2,792 2,780 12 3,250 -14.1 3,211 -13.0 2,809 3,230 -13.0
Conventional* . 6,178 6,321 -143 6,786 -9.0 6,638 -6.9 6,260 6,820 -8.2
Adjustment® 345 -282 627 205 -— -17 -— 80 30 —-—
Kerosene-Type Jet Fuel 784 810 -25 1,773 -55.8 1,861 -57.9 778 1,888 -58.8
East Coast (PADD 1) .. 15 15 -1 91 -83.9 88 -83.2 12 105 -88.4
Midwest (PADD 2) .. 187 193 -6 279 -33.1 276 -32.4 178 310 -42.6
Gulf Coast (PADD 3) ... 342 379 -37 936 -63.5 959 -64.3 354 976 -63.7
Rocky Mountain (PADD 4) .... 22 27 -5 40 -45.4 35 -37.8 28 37 -25.1
West Coast (PADD 5) .... 219 195 24 426 -48.6 503 -56.5 206 460 -55.2
Distillate Fuel Oil ........... 4,470 4,403 67 5,000 -10.6 4,995 -10.5 4,512 5,151 -12.4
East Coast (PADD 1) .. 174 213 -39 251 -30.9 280 -38.0 205 243 -15.6
Midwest (PADD 2) 963 1,069 -106 1,061 -9.2 998 -3.6 1,079 1,172 -7.9
Gulf Coast (PADD 3) ... 2,600 2,375 225 2,886 -9.9 2,965 -12.3 2,482 2,902 -14.5
Rocky Mountain (PADD 4) 205 193 12 196 5.0 203 1.1 201 216 -6.8
West Coast (PADD 5) 528 553 -25 606 -13.0 548 -3.7 545 618 -11.8
15 ppm sulfur and Under 4,319 4,288 31 4,746 -9.0 4,658 7.3 4,380 4,865 -10.0
> 15 ppm to 500 ppm sulfur 81 131 -50 122 -33.4 128 -36.8 104 127 -18.5
> 500 ppm sulfur .... 70 -17 87 132 -47.2 209 -66.7 28 158 -82.0
Residual Fuel Oil 137 202 -65 392 -65.1 419 -67.4 176 353 -50.0
East Coast (PADD 1) .. 5 38 -33 23 -76.3 42 -87.1 29 27 5.8
Midwest (PADD 2) .. 35 26 9 43 -19.2 52 -32.6 29 41 -28.7
Gulf Coast (PADD 3) ... 34 84 -50 156 -78.1 198 -82.7 68 140 -51.4
Rocky Mountain (PADD 4) .... 11 10 1 12 -7.9 13 -10.9 11 13 -20.4
West Coast (PADD 5) .... 51 43 8 158 -67.7 115 -55.6 39 131 -70.0
Propane/Propylene® ..... 2,228 2,163 65 2,247 -0.9 1,976 12.8 2,171 2,198 -1.2
East Coast (PADD 1) .. 252 258 -6 291 -13.3 186 35.9 264 268 -1.5
Midwest (PADD 2) 505 502 2 510 -1.0 481 4.9 497 501 -0.7
Gulf Coast (PADD 3) ... 1,214 1,182 31 1,210 0.3 1,092 11.2 1,175 1,197 -1.8
PADDs 4 and 5 257 219 37 236 8.7 217 18.1 234 232 0.8
Ethanol Plant Production

Fuel Ethanol 906 926 -21 943 -4.0 1,036 -12.6 924 996 7.2
East Coast (PADD 1) .. 12 13 0 24 -48.6 28 -57.1 12 25 -51.1
Midwest (PADD 2) 865 879 -14 877 -1.4 949 -8.9 878 922 -4.7
Gulf Coast (PADD 3) 11 17 -6 16 -33.3 27 -60.0 15 21 -30.4
Rocky Mountain (PADD 4) 8 10 -2 10 -19.4 11 -26.8 9 12 -21.8
West Coast (PADD 5) 9 8 1 15 -38.8 20 -53.9 9 16 -41.0

= Not Applicable.
~ = Data Not Available.

Based on the latest reported monthly operable capacity.

Vy = Data Withheld.
2

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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