Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/Raglon 10/9/20 1012120 | Difference | 1011119 | Percent | 4o49118 | Pereent | o000 | 1011119 | Pereent
Change Change Change
Refiner Inputs and Utilization
Crude Oil INPUtS ...........cccooeiiiiiicceen 13,577 13,853 =277 15,436 -12.0 16,316 -16.8 13,617 15,906 -14.4
East Coast (PADD 1) .. 579 545 34 726 -20.3 897 -35.5 553 776 -28.8
Midwest (PADD 2) ... 3,527 3,594 -66 3,548 -0.6 2,966 18.9 3,476 3,696 -5.9
Gulf Coast (PADD 3) ... 6,990 7,186 -196 8,207 -14.8 9,354 -25.3 7,078 8,501 -16.7
Rocky Mountain (PADD 4) .... 557 566 -9 562 -0.9 672 -17.1 562 602 -6.6
West Coast (PADD 5) . 1,924 1,962 -38 2,392 -19.6 2,427 -20.7 1,949 2,331 -16.4
Gross Inputs ............... 13,986 14,362 -375 15,617 -10.4 16,513 -15.3 14,099 16,216 -13.1
East Coast (PADD 1) 587 574 13 732 -19.8 915 -35.9 581 782 -25.7
Midwest (PADD 2) ... 3,541 3,600 -59 3,559 -0.5 2,865 23.6 3,490 3,713 -6.0
Gulf Coast (PADD 3) ... 7,185 7,471 -287 8,344 -13.9 9,463 -24.1 7,322 8,708 -15.9
Rocky Mountain (PADD 4) . 561 568 -7 560 0.1 673 -16.6 572 604 -5.3
West Coast (PADD 5) . 2,113 2,149 -35 2,422 -12.8 2,597 -18.6 2,135 2,410 -11.4
Operable Capacity' .... 18,622 18,622 0 18,802 -1.0 18,599 0.1 18,622 18,802 -1.0
East Coast (PADD 1) 889 889 0 1,224 -27.4 1,224 -27.4 889 1,224 -27.4
Midwest (PADD 2) ... 4177 4177 0 4,141 0.9 4,092 21 4177 4,141 0.9
Gulf Coast (PADD 3) ... 9,983 9,983 0 9,876 1.1 9,762 23 9,983 9,876 1.1
Rocky Mountain (PADD 4) . 698 698 0 687 1.7 683 22 698 687 1.7
West Coast (PADD 5) . 2,875 2,875 0 2,875 0.0 2,838 1.3 2,875 2,875 0.0
Percent Utilization? ... 751 771 -2.0 83.1 -— 88.8 - 75.7 86.2 -—
East Coast (PADD 1) 66.0 64.5 1.5 59.8 -— 74.8 -— 65.3 63.9 -—
Midwest (PADD 2) ... 84.8 86.2 -1.4 85.9 -— 70.0 - 83.5 89.7 -—
Gulf Coast (PADD 3) ... 72.0 74.8 -2.9 84.5 —-= 96.9 - 73.3 88.2 —-=
Rocky Mountain (PADD 4) . 80.3 81.3 -1.0 81.6 —— 98.5 —— 81.9 87.9 ——
West Coast (PADD 5) 73.5 74.8 -1.2 84.3 -= 91.5 -= 74.3 83.8 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ...............c..cccoocovueene.. 9,240 9,522 -282 9,998 -7.6 10,430 -11.4 9,242 10,096 -8.5
Finished Motor Gasoline (excl. Adjustment)* 9,176 9,044 132 10,223 -10.2 10,363 -11.5 9,093 10,054 -9.6
East Coast (PADD 1) .... . 3,030 2,864 166 3,262 =71 3,267 -7.3 2,954 3,278 -9.9
Midwest (PADD 2) ..... 2,450 2,347 104 2,641 7.2 2,605 -5.9 2,399 2,613 -8.2
Gulf Coast (PADD 3) .. 1,987 2172 -185 2,430 -18.2 2,594 -23.4 2,075 2,247 -7.6
Rocky Mountain (PADD 4) 307 293 14 331 -7.5 326 -5.8 301 331 -8.8
West Coast (PADD 5) ... 1,402 1,369 34 1,559 -10.0 1,572 -10.8 1,363 1,585 -14.0
Reformulated? ... 2,856 2,745 110 3,252 -12.2 3,250 -12.1 2,801 3,227 -13.2
Conventional4 . 6,321 6,299 22 6,971 -9.3 7,113 -11.1 6,293 6,826 -7.8
Adjustment® ... 63 478 -414 -226 -= 67 - 149 42 -=
Kerosene-Type Jet Fu 749 799 -50 1,629 -54.0 1,666 -55.0 801 1,703 -53.0
East Coast (PADD 1) .. 20 23 -3 72 -71.6 58 -64.6 21 84 -75.4
Midwest (PADD 2) .. 157 184 -27 238 -34.0 224 -29.9 180 266 -32.4
Gulf Coast (PADD 3) 331 348 -17 870 -62.0 916 -63.8 360 908 -60.3
Rocky Mountain (PADD 26 27 -1 36 -28.1 35 -26.3 26 38 -31.6
West Coast (PADD 5) .... 215 217 -2 413 -47.9 434 -50.4 214 407 -47.4
Distillate Fuel Oil ........... 4,269 4,532 -263 4,688 -8.9 4,815 -11.3 4,407 4,834 -8.8
East Coast (PADD 1) .. 118 115 4 247 -52.0 313 -62.2 133 258 -48.4
Midwest (PADD 2) .. 1,068 1,073 -5 1,087 -1.8 828 289 1,042 1,087 -4.1
Gulf Coast (PADD 3) ... 2,388 2,570 -182 2,656 -10.1 2,914 -18.0 2,507 2,731 -8.2
Rocky Mountain (PADD 4) 190 191 -1 183 3.5 215 -11.7 194 194 0.2
West Coast (PADD 5) ... 505 583 -78 515 -1.8 545 -7.2 532 566 -6.0
15 ppm sulfur and Under . 4,198 4,430 -232 4,451 -5.7 4,495 -6.6 4,306 4,563 -5.6
> 15 ppm to 500 ppm sulfur 1 77 -76 99 -98.6 127 -98.9 51 98 -48.3
> 500 ppm sulfur .... 70 25 45 137 -49.1 193 -63.8 50 173 -71.0
Residual Fuel Oil . 170 147 22 280 -39.5 407 -58.4 152 357 -57.4
East Coast (PA ) . 29 32 -2 18 58.4 39 -25.3 25 23 8.6
Midwest (PADD 2) .. 30 26 4 37 -18.7 46 -36.0 29 39 -24.2
Gulf Coast (PADD 3) ... 40 42 -2 54 -26.1 181 -78.2 37 133 -72.2
Rocky Mountain (PADD 4) 11 10 2 12 -6.3 14 -18.5 1 12 -14.4
West Coast (PADD 5) .... 60 39 21 160 -62.6 127 -52.8 50 150 -66.5
PropanelProperneG ..... 2,152 2,259 -107 2,166 -0.6 2,018 6.7 2,247 2,172 3.5
East Coast (PADD 1) .. 226 207 19 307 -26.3 216 4.6 231 293 -21.1
Midwest (PADD 2) .. 421 436 -15 495 -14.9 504 -16.5 463 490 -5.5
Gulf Coast (PADD 3) 1,293 1,377 -85 1,143 13.1 1,071 20.7 1,313 1,167 12.5
PADDs 4 and 5 212 239 -27 220 -3.7 226 -6.1 241 223 7.9
Ethanol Plant Production

Fuel Ethanol 937 923 15 971 -3.5 1,011 -7.3 912 959 -4.9
East Coast (PADD 1) .. 10 6 4 19 -48.1 25 -60.2 10 21 -52.2
Midwest (PADD 2) .. 900 881 19 905 -0.5 927 -2.8 870 890 -2.2
Gulf Coast (PADD 3) ... 9 17 -8 17 -47.5 26 -65.6 13 19 -32.3
Rocky Mountain (PADD 4) 10 10 0 14 -28.6 14 -30.9 9 13 -28.0
West Coast (PADD 5) 8 9 -1 16 -48.7 19 -57.5 9 16 -42.8

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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