Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region . Percent Percent Percent
10/30/20 10/23/20 | Difference | 11/1/19 Change 11/2/18 Change 10/30/20 11/1/19 Change
Refiner Inputs and Utilization
Crude Oil Inputs 13,552 13,388 163 15,761 -14.0 16,408 -17.4 13,386 15,765 -15.1
East Coast (PADD 1) 606 546 61 725 -16.4 907 -33.1 572 727 -21.4
Midwest (PADD 2) ... 3,321 3,509 -188 3,728 -10.9 3,214 3.3 3,449 3,633 -5.1
Gulf Coast (PADD 3) ... 7,268 6,951 317 8,328 -12.7 9,234 -21.3 6,960 8,408 -17.2
Rocky Mountain (PADD 4) . 569 558 11 555 2.6 604 -5.7 553 567 -25
West Coast (PADD 5) . 1,787 1,825 -38 2,426 -26.3 2,449 -27.0 1,852 2,430 -23.8
Gross Inputs ............... 14,019 13,890 129 16,169 -13.3 16,740 -16.3 13,870 16,071 -13.7
East Coast (PADD 1) 608 590 18 730 -16.7 912 -33.3 592 732 -19.2
Midwest (PADD 2) ... 3,325 3,525 -200 3,753 -11.4 3,164 5.1 3,457 3,632 -4.8
Gulf Coast (PADD 3) ... 7,536 7,195 341 8,595 -12.3 9,439 -20.2 7,220 8,631 -16.3
Rocky Mountain (PADD 4) . 571 559 12 558 23 601 -5.0 556 568 -2.1
West Coast (PADD 5) . 1,979 2,021 -42 2,533 -21.9 2,624 -24.6 2,044 2,508 -18.5
Operable Capacity 18,622 18,622 0 18,802 -1.0 18,599 0.1 18,622 18,802 -1.0
East Coast (PADD 1) .. 889 889 0 1,224 -27.4 1,224 -27.4 889 1,224 -27.4
Midwest (PADD 2) ... 4,177 4,177 0 4,141 0.9 4,092 2.1 4,177 4,141 0.9
Gulf Coast (PADD 3) ... 9,983 9,983 0 9,876 1.1 9,762 2.3 9,983 9,876 1.1
Rocky Mountain (PADD 4) .... 698 698 0 687 1.7 683 2.2 698 687 1.7
West Coast (PADD 5) . 2,875 2,875 0 2,875 0.0 2,838 1.3 2,875 2,875 0.0
Percent Utilization? .... 75.3 74.6 0.7 86.0 -— 90.0 -— 74.5 85.5 —-—
East Coast (PADD 1) 68.4 66.4 2.0 59.7 —-— 74.5 - 66.5 59.8 —-=
Midwest (PADD 2) 79.6 84.4 -4.8 90.6 -— 77.3 -— 82.8 87.7 -—
Gulf Coast (PADD 3) 75.5 721 34 87.0 -= 96.7 -— 72.3 87.4 -=
Rocky Mountain (PADD 4) . 81.7 80.0 1.7 81.2 —-— 87.9 - 79.7 82.7 -—
West Coast (PADD 5) 68.8 70.3 -1.5 88.1 —— 92.5 —— 711 87.2 —-—
Refiner and Blender Net Production
Finished Motor Gasoline3 ....................cccoo........ 9,072 9,095 -23 10,036 -9.6 9,714 -6.6 9,085 10,079 -9.9
Finished Motor Gasoline (excl. Adjustment)* 8,957 9,273 -316 10,193 -12.1 10,185 -12.1 9,092 10,163 -10.5
East Coast (PADD 1) . 2,914 2,986 -72 3,212 -9.3 3,191 -8.7 2,960 3,244 -8.8
Midwest (PADD 2) ..... 2,329 2,482 -153 2,652 -12.2 2,519 -7.5 2,419 2,658 -9.0
Gulf Coast (PADD 3) .. 2,009 2,118 -109 2,457 -18.2 2,587 -22.3 2,016 2,372 -15.0
Rocky Mountain (PADD 4) ... 293 284 9 274 71 306 -4.1 295 315 -6.4
West Coast (PADD 5) ... 1,412 1,403 9 1,597 -11.6 1,583 -10.8 1,402 1,573 -10.9
Reformulated? ... 2,791 2,849 -57 3,211 -13.1 3,246 -14.0 2,823 3,230 -12.6
Conventional* . 6,166 6,425 -259 6,982 -11.7 6,939 -11.1 6,268 6,933 -9.6
Adjustment® 115 -178 293 -157 -— -471 -— -7 -84 —-—
Kerosene-Type Jet Fuel 919 840 79 1,740 -47.2 1,748 -47.4 823 1,675 -50.9
East Coast (PADD 1) .. 22 13 9 73 -69.4 50 -54.8 19 66 -71.3
Midwest (PADD 2) .. 152 165 -13 268 -43.4 246 -38.4 158 260 -39.5
Gulf Coast (PADD 3) ... 476 426 50 930 -48.8 932 -48.9 396 893 -55.7
Rocky Mountain (PADD 4) .... 29 29 1 33 -11.0 24 22.8 27 35 -22.2
West Coast (PADD 5) .... 239 208 32 436 -45.1 496 -51.8 224 422 -47.0
Distillate Fuel Oil ........... 4,275 4,126 150 4,875 -12.3 4,963 -13.9 4,200 4,824 -12.9
East Coast (PADD 1) .. 175 145 30 229 -23.8 341 -48.7 142 249 -43.0
Midwest (PADD 2) 1,045 1,112 -67 1,145 -8.7 1,001 4.5 1,086 1,102 -1.4
Gulf Coast (PADD 3) ... 2,320 2,193 127 2,749 -15.6 2,912 -20.3 2,281 2,734 -16.5
Rocky Mountain (PADD 4) 189 186 3 153 235 194 -2.2 184 173 6.6
West Coast (PADD 5) 546 489 56 598 -8.8 515 5.9 507 567 -10.7
15 ppm sulfur and Under 4,184 4,031 154 4,559 -8.2 4,671 -10.4 4,116 4,494 -8.4
> 15 ppm to 500 ppm sulfur 25 2 23 160 -84.3 128 -80.3 9 156 -94.1
> 500 ppm sulfur .... 66 93 -27 156 -57.9 164 -60.0 75 175 -57.1
Residual Fuel Oil 114 175 -61 398 -71.3 379 -69.9 167 337 -50.3
East Coast (PADD 1) .. 31 30 1 20 55.4 33 -6.9 28 20 411
Midwest (PADD 2) .. 22 26 -4 45 -50.1 43 -47.7 27 41 -34.0
Gulf Coast (PADD 3) ... 2 34 -33 175 -99.1 194 -99.2 37 122 -69.4
Rocky Mountain (PADD 4) ... 12 12 1 12 -0.8 14 -11.7 12 12 -1.9
West Coast (PADD 5) .... 47 74 -27 146 -67.9 95 -50.3 63 142 -55.7
Propane/Propylene® ..... 2,204 2,197 7 2,052 7.4 1,958 12.6 2,178 2,090 4.2
East Coast (PADD 1) .. 190 179 11 292 -34.8 219 -13.3 206 295 -30.2
Midwest (PADD 2) 458 447 11 490 -6.6 466 1.7 447 472 -5.3
Gulf Coast (PADD 3) ... 1,316 1,330 -15 1,055 24.7 1,059 242 1,298 1,105 17.5
PADDs 4 and 5 240 241 -1 215 11.6 213 12.7 227 218 4.0
Ethanol Plant Production

Fuel Ethanol 961 941 20 1,014 -5.2 1,068 -10.1 938 996 -5.8
East Coast (PADD 1) .. 13 10 3 27 -52.6 24 -47.4 11 24 -52.0
Midwest (PADD 2) 913 896 16 936 -25 986 7.4 895 923 -3.0
Gulf Coast (PADD 3) 16 16 0 21 -21.2 25 -33.1 13 20 -36.1
Rocky Mountain (PADD 4) 10 10 0 14 -27.8 14 -28.0 10 14 -27.6
West Coast (PADD 5) 9 9 1 16 -43.3 20 -54.4 9 16 -45.3

= Not Applicable.
~ = Data Not Available.

Based on the latest reported monthly operable capacity.

V¥ = Data Withheld.
2

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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