Table 3. Refiner and Blender Net Production

(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 1113720 11/6/20 | Difference | 11/15/19 Zfl':’:;‘; 1111618 Zﬁf:;‘; 1113120 | 111519 gﬁ'::;‘;
Refiner Net Production
Finished Motor Gasoline’ ................ 1,662 1,571 91 1,717 -3.2 1,661 0.1 1,539 1,685 -8.7
East Coast (PADD 1) .. 49 53 -4 59 -17.4 64 -23.6 51 64 -19.5
Midwest (PADD 2) .... 433 440 -7 414 4.6 344 25.8 411 411 -0.2
Gulf Coast (PADD 3) ... 1,016 876 140 992 25 996 2.0 870 965 -9.8
Rocky Mountain (PADD 4) .... 110 119 -10 174 -37.0 148 -25.8 129 159 -18.9
West Coast (PADD 5) ... 55 84 -29 78 -30.2 108 -49.5 78 86 -9.6
Reformulated ................. 36 36 -1 41 -13.5 45 -21.7 36 42 -14.8
Blended with Ethanol 36 36 -1 41 -13.5 45 -21.7 36 42 -14.8
Other 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional 1,627 1,535 92 1,676 -2.9 1,615 0.7 1,503 1,643 -8.5
Blended with Ethanol 402 427 -25 468 -14.2 449 -10.5 428 469 -8.9
Ed55 and Lower ..... 402 426 -25 468 -14.2 449 -10.5 428 469 -8.9
Greater than Ed55 . 0 0 0 0 100.0 0 -66.7 0 0 50.1
Other .... 1,225 1,109 116 1,208 1.4 1,166 5.0 1,075 1,174 -8.4
Distillate Fuel Oil .. 4,245 4,208 37 5,095 -16.7 5,168 -17.9 4,198 4,960 -15.4
15 ppm sulfur and Under . 4,144 4,136 8 4,751 -12.8 4,830 -14.2 4,109 4,612 -10.9
> 15 ppm to 500 ppm sulfur . 6 8 -1 138 -95.4 115 -94.4 9 142 -93.9
> 500 ppm sulfur .. 94 64 30 206 -54.3 222 -57.7 81 206 -60.8
Kerosene ................. 3 -5 8 19 -84.1 4 -22.2 12 18 -36.4
Kerosene-Type Jet Fuel . 1,083 1,033 50 1,814 -40.3 1,755 -38.3 968 1,766 -45.2
Residual Fuel Oil 183 166 17 253 -27.6 455 -59.7 160 302 -47.2
Blender Net Production

Finished Motor Gasoline' ... 7,362 7,605 -244 8,451 -12.9 8,484 -13.2 7,569 8,550 -11.5
East Coast (PADD 1) 2,839 2,872 -33 3,205 -11.4 3,168 -10.4 2,877 3,216 -10.5
Midwest (PADD 2) 1,946 2,004 -58 2,231 -12.8 2,312 -15.8 1,998 2,261 -11.6
Gulf Coast (PADD 3) ... 1,182 1,277 -95 1,413 -16.3 1,371 -13.8 1,249 1,452 -13.9
Rocky Mountain (PADD 4) . 137 137 0 152 -9.9 160 -14.4 141 153 -7.8
West Coast (PADD 5) 1,258 1,315 -58 1,449 -13.2 1,473 -14.6 1,303 1,468 -11.2
Reformulated 2,707 2,767 -61 3,193 -15.2 3,261 -17.0 2,761 3,194 -13.6
Blended with Ethanol 2,707 2,767 -61 3,193 -15.2 3,261 -17.0 2,761 3,194 -13.6
Other .......... 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional . 4,655 4,838 -183 5,258 -11.5 5,222 -10.9 4,808 5,355 -10.2
Blended with Ethanol 4,914 5,076 -163 5,468 -10.1 5,445 -9.8 5,045 5,504 -8.3
Ed55 and Lower ..... 4,908 5,072 -164 5,462 -10.1 5,440 -9.8 5,040 5,499 -8.3
Greater than Ed55 . 5] 5] 1 5] 34 6 -2.5 5 5 0.6
Other .............. -259 -239 -20 -210 234 -223 15.9 -237 -149 59.8
Distillate Fuel Oil ..... 30 29 1 29 5.8 33 -7.3 30 42 -28.9
15 ppm sulfur and Under . 30 29 1 28 6.2 33 -8.0 30 36 -17.7
> 15 ppm to 500 ppm sulfur . 5 4 1 -21 -123.3 2 136.2 4 1 600.0
> 500 ppm sulfur .. -5 -4 -1 21 -121.9 -2 125.9 -4 5 -170.8
Kerosene .... 0 1 -1 1 -80.8 0 -600.0 0 1 -55.6
Kerosene-Typ 2 2 0 -2 -259.6 0 0.0 2 -12 -115.3

~~ = Not Applicable.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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