Table 3. Refiner and Blender Net Production

(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 11/27/20 11/20/20 | Difference | 11/29/19 Zfl':’:;‘; 11/30/18 Zﬁ'::;‘; 11/27/20 | 11/20/19 gﬁ'::;‘;
Refiner Net Production
Finished Motor Gasoline’ ................ 1,595 1,620 -25 1,763 -9.6 1,628 -2.0 1,612 1,729 -6.8
East Coast (PADD 1) .. 50 48 2 61 -18.5 64 -22.4 50 63 -20.3
Midwest (PADD 2) .... 403 411 -8 393 2.7 339 19.1 422 400 5.3
Gulf Coast (PADD 3) ... 951 987 -37 1,087 -12.5 985 -3.5 957 1,026 -6.7
Rocky Mountain (PADD 4) .... 135 141 -6 146 -7.6 148 -8.9 126 162 -22.0
West Coast (PADD 5) ... 56 32 24 76 -26.8 91 -38.7 56 78 -27.2
Reformulated ................. 36 35 1 43 -15.4 40 -10.6 36 43 -16.2
Blended with Ethanol 36 B 1 43 -15.4 40 -10.6 36 43 -16.2
Other 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional 1,559 1,584 -26 1,720 -9.4 1,587 -1.8 1,576 1,686 -6.5
Blended with Ethanol 410 425 -15 469 -12.5 458 -10.5 416 474 -12.3
Ed55 and Lower ..... 410 425 -15 469 -12.5 458 -10.5 416 474 -12.3
Greater than Ed55 . 0 0 0 0 100.0 0 -66.7 0 0 100.1
Other .... 1,149 1,159 -11 1,252 -8.2 1,129 1.7 1,160 1,212 -4.3
Distillate Fuel Oil .. 4,564 4,577 -13 5,238 -12.9 5,541 -17.6 4,398 5,099 -13.7
15 ppm sulfur and Under . 4,382 4,493 -111 4,904 -10.6 5,146 -14.8 4,289 4,755 -9.8
> 15 ppm to 500 ppm sulfur . 54 -1 55 125 -56.5 126 -56.8 17 123 -86.3
> 500 ppm sulfur .. 128 85 43 209 -38.8 269 -52.4 93 221 -58.1
Kerosene ............... 2 39 -37 11 -83.3 30 -94.0 10 13 -25.8
Kerosene-Type Jet Fuel . 1,109 1,018 91 1,934 -42.6 1,725 -35.7 1,061 1,831 -42.1
Residual Fuel Oil 169 145 24 297 -43.2 426 -60.4 166 269 -38.4
Blender Net Production

Finished Motor Gasoline' ... 7,172 7,349 177 8,198 -12.5 8,274 -13.3 7,372 8,463 -12.9
East Coast (PADD 1) 2,727 2,767 -40 3,127 -12.8 3,142 -13.2 2,801 3,219 -13.0
Midwest (PADD 2) 1,863 1,948 -85 2,124 -12.3 2,169 -14.1 1,940 2,221 -12.7
Gulf Coast (PADD 3) ... 1,224 1,242 -18 1,355 9.7 1,412 -13.3 1,231 1,416 -13.1
Rocky Mountain (PADD 4) . 121 133 -12 135 -10.0 153 -20.7 132 148 -10.9
West Coast (PADD 5) 1,237 1,259 -22 1,457 -15.1 1,398 -11.5 1,267 1,459 -13.1
Reformulated 2,657 2,707 -50 3,113 -14.7 3,098 -14.2 2,709 3,184 -14.9
Blended with Ethanol 2,657 2,707 -50 3,113 -14.7 3,098 -14.2 2,709 3,184 -14.9
Other .......... 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional . 4,515 4,643 -127 5,085 -11.2 5,176 -12.8 4,663 5,279 -11.7
Blended with Ethanol 4,774 4,888 -114 5,300 -9.9 5,261 9.3 4,913 5,446 -9.8
Ed55 and Lower ..... 4,769 4,882 -113 5,295 -9.9 5,256 -9.3 4,908 5,441 -9.8
Greater than Ed55 . 5] 6 -1 5] 7.0 5] -5.7 5 5 -0.1
Other .............. -259 -246 -14 -215 20.8 -85 203.6 -250 -167 49.7
Distillate Fuel Oil ..... 23 31 -8 24 -7.6 30 -24.4 28 26 8.1
15 ppm sulfur and Under . 12 31 -19 24 -51.2 17 -30.5 25 26 -1.8
> 15 ppm to 500 ppm sulfur . 4 4 0 6 -29.0 17 -74.4 4 -1 -510.0
> 500 ppm sulfur .. 6 -4 10 -6 -198.9 -5 -231.3 -2 1 -218.9
Kerosene .... 1 0 0 1 16.7 1 -32.3 1 1 -44.0
Kerosene-Typ 1 2 -1 -1 -221.4 0 0.0 2 -1 -242.4

~~ = Not Applicable.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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