Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region ) Percent Percent Percent
2/5/21 1/29/21 | Difference | 2/7/20 Change 2/8/19 Change 2/5/21 2/7/20 Change
Refiner Inputs and Utilization
Crude Oil Inputs 14,793 14,641 152 16,020 1.7 15,768 -6.2 14,729 16,193 -9.0
East Coast (PADD 1) 598 571 26 738 -19.0 849 -29.6 592 745 -20.4
Midwest (PADD 2) ... 3,557 3,552 4 3,754 -5.2 3,454 3.0 3,597 3,746 -4.0
Gulf Coast (PADD 3) ... 8,189 8,079 109 8,554 -4.3 8,555 -4.3 8,094 8,789 -7.9
Rocky Mountain (PADD 4) . 566 560 5 635 -10.9 624 -9.3 562 608 -7.6
West Coast (PADD 5) . 1,884 1,877 7 2,339 -19.5 2,287 -17.6 1,884 2,306 -18.3
Gross Inputs ............... 15,258 15,135 124 16,545 -7.8 15,989 -4.6 15,148 16,605 -8.8
East Coast (PADD 1) 606 611 -5 806 -24.8 853 -29.0 618 789 -21.7
Midwest (PADD 2) ... 3,566 3,564 2 3,779 -5.6 3,448 3.4 3,605 3,768 -4.3
Gulf Coast (PADD 3) ... 8,497 8,395 102 8,960 -5.2 8,640 -1.7 8,349 9,059 -7.8
Rocky Mountain (PADD 4) . 573 562 12 635 -9.8 622 -7.9 564 608 -7.2
West Coast (PADD 5) . 2,017 2,003 14 2,365 -14.7 2,426 -16.9 2,011 2,380 -15.5
Operable Capacity 18,388 18,386 2 18,808 -2.2 18,604 -1.2 18,387 18,808 -2.2
East Coast (PADD 1) .. 889 889 0 1,224 -27.4 1,224 -27.4 889 1,224 -27.4
Midwest (PADD 2) ... 4,177 4,177 0 4,147 0.7 4,094 2.0 4,177 4,147 0.7
Gulf Coast (PADD 3) ... 9,956 9,956 0 9,876 0.8 9,765 2.0 9,956 9,876 0.8
Rocky Mountain (PADD 4) .... 652 650 2 687 -5.0 683 -4.5 651 687 -5.2
West Coast (PADD 5) . 2,714 2,714 0 2,875 -5.6 2,838 -4.4 2,714 2,875 -5.6
Percent Utilization? ... 83.0 82.3 0.7 88.0 -— 85.9 —— 82.4 88.3 ——
East Coast (PADD 1) 68.1 68.7 -0.6 65.8 -—— 69.7 —-— 69.5 64.5 —-—
Midwest (PADD 2) 85.4 85.3 0.0 91.1 -— 84.2 -— 86.3 90.9 -—
Gulf Coast (PADD 3) 85.3 84.3 1.0 90.7 -— 88.5 -— 83.9 91.7 -—
Rocky Mountain (PADD 4) . 87.9 86.4 1.5 925 —— 91.1 —— 86.7 88.6 ——
West Coast (PADD 5) 74.3 73.8 0.5 82.3 —— 85.5 —— 741 82.8 ——
Refiner and Blender Net Production
Finished Motor Gasoline3 ..............c..ccccooonen.. 8,656 8,420 235 9,241 -6.3 9,619 -10.0 8,658 9,459 -8.5
Finished Motor Gasoline (excl. Adiustment)4 8,687 8,636 50 9,587 94 9,535 -8.9 8,692 9,619 -9.6
East Coast (PADD 1) . 2,713 2,770 -57 3,085 -12.0 3,124 -13.2 2,748 3,104 -11.4
Midwest (PADD 2) ..... 2,293 2,289 4 2,356 -2.7 2,313 -0.8 2,266 2,404 -5.8
Gulf Coast (PADD 3) .. 2,109 1,988 121 2,341 -9.9 2,302 -8.4 2,117 2,316 -8.6
Rocky Mountain (PADD 4) ... 307 291 16 301 2.0 315 -24 297 298 -0.4
West Coast (PADD 5) ... 1,264 1,298 -34 1,503 -15.9 1,481 -14.7 1,264 1,497 -15.6
Reformulated? ... 2,562 2,614 -53 3,073 -16.7 3,151 -18.7 2,596 3,099 -16.2
Conventional4 . 6,125 6,022 103 6,513 -6.0 6,384 -4.1 6,096 6,520 -6.5
Adjustment® -31 -216 185 -346 -— 84 -— -33 -160 —-—
Kerosene-Type Jet Fuel 1,194 1,252 -57 1,803 -33.8 1,685 -29.1 1,234 1,843 -33.0
East Coast (PADD 1) .. 41 48 -7 94 -56.9 86 -52.9 45 100 -55.1
Midwest (PADD 2) .. 198 228 -30 274 -27.7 229 -13.7 212 277 -23.4
Gulf Coast (PADD 3) ... 646 646 0 955 -32.3 954 -32.2 660 967 -31.7
Rocky Mountain (PADD 4) .... 25 28 -3 34 -275 37 -32.5 29 36 -19.7
West Coast (PADD 5) ... 285 302 -17 446 -36.1 379 -24.9 289 464 -37.7
Distillate Fuel Oil ........... 4,660 4,622 38 4,837 -3.7 4,764 -2.2 4,582 4,936 -7.2
East Coast (PADD 1) .. 187 230 -43 247 -24.4 266 -29.7 201 245 -17.9
Midwest (PADD 2) 1,072 1,100 -28 1,027 43 1,061 1.0 1,110 1,054 5.3
Gulf Coast (PADD 3) ... 2,705 2,649 56 2,796 -3.2 2,697 0.3 2,607 2,900 -10.1
Rocky Mountain (PADD 4) 194 194 -1 209 -7.4 211 -8.1 195 203 -3.5
West Coast (PADD 5) 502 449 53 557 -9.8 529 -5.1 468 535 -12.5
15 ppm sulfur and Under 4,362 4,373 -10 4,639 -6.0 4,491 -2.9 4,343 4,662 -6.8
> 15 ppm to 500 ppm sulfur 112 144 -32 111 11 111 0.4 123 120 21
> 500 ppm sulfur .... 186 105 80 87 112.7 162 14.7 116 154 -24.9
Residual Fuel Oil 185 215 -29 229 -19.3 310 -40.3 187 225 -16.7
East Coast (PADD 1) .. 35 33 1 18 88.6 29 19.1 32 25 31.2
Midwest (PADD 2) .. 45 33 13 31 453 49 7.4 32 40 -19.0
Gulf Coast (PADD 3) ... 24 33 -9 111 -78.1 123 -80.3 40 93 -57.3
Rocky Mountain (PADD 4) .... 11 11 0 12 -11.3 12 -8.6 1 12 -11.4
West Coast (PADD 5) .... 70 105 -35 56 24.0 97 -27.6 73 55 30.7
Propane/Propylene® ..... 2,370 2,408 -38 2,273 4.3 2,134 11.1 2,366 2,310 24
East Coast (PADD 1) .. 254 304 -50 277 -8.3 192 32.8 292 241 211
Midwest (PADD 2) 527 519 7 482 9.3 504 4.4 520 497 4.6
Gulf Coast (PADD 3) ... 1,344 1,376 -32 1,282 4.9 1,228 9.5 1,336 1,348 -0.8
PADDs 4 and 5 245 210 36 232 5.5 211 16.5 217 224 -3.2
Ethanol Plant Production

Fuel Ethanol 937 936 1 1,033 -9.3 1,029 -8.9 938 1,048 -10.5
East Coast (PADD 1) .. 12 12 0 24 -49.1 24 -49.4 12 25 -53.1
Midwest (PADD 2) 895 894 1 955 -6.3 959 -6.7 895 971 -7.9
Gulf Coast (PADD 3) 12 12 0 24 -49.1 14 -14.3 13 21 -40.2
Rocky Mountain (PADD 4) 9 10 0 14 -33.3 13 -28.4 9 14 -33.7
West Coast (PADD 5) 9 9 0 17 -47.3 19 -53.0 9 16 -45.2

= Not Applicable.
~ = Data Not Available.

Based on the latest reported monthly operable capacity.

Vy = Data Withheld.
2

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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