Table 3. Refiner and Blender Net Production

(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 2119721 212/21 | Difference | 2/21/20 Zfl':’:;‘; 2/22/19 Zﬁf:;‘; 21921 | 221720 gﬁ'::;‘;
Refiner Net Production
Finished Motor Gasoline’ ................ 1,312 1,545 -233 1,519 -13.7 1,760 -25.5 1,490 1,582 -5.8
East Coast (PADD 1) .. 49 49 0 62 -21.1 56 -12.1 50 64 -22.3
Midwest (PADD 2) .... 261 388 -127 290 -10.0 341 -23.4 350 318 9.9
Gulf Coast (PADD 3) ... 770 902 -133 906 -15.1 1,128 -31.8 850 942 -9.7
Rocky Mountain (PADD 4) .... 147 134 12 171 -14.4 154 -4.9 148 158 -6.4
West Coast (PADD 5) ... 85 72 14 90 -4.6 81 5.3 92 99 -7.3
Reformulated ................. 34 35 -1 42 -19.3 37 -8.8 34 40 -13.6
Blended with Ethanol 34 B -1 42 -19.3 37 -8.8 34 40 -13.6
Other 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional 1,278 1,510 -232 1,477 -13.5 1,723 -25.8 1,456 1,542 -5.6
Blended with Ethanol 321 399 -78 480 -33.1 435 -26.2 387 459 -15.6
Ed55 and Lower ..... 321 399 -78 480 -33.1 435 -26.2 387 459 -15.6
Greater than Ed55 . 0 0 0 0 -50.0 0 -80.0 0 0 -66.7
Other .... 957 1,111 -154 997 -4.0 1,288 -25.7 1,069 1,083 -1.3
Distillate Fuel Oil .. 3,598 4,545 -948 4,821 -25.4 4,795 -25.0 4,341 4,851 -10.5
15 ppm sulfur and Under . 3,355 4,270 -915 4,531 -25.9 4,458 -24.7 4,075 4,576 -10.9
> 15 ppm to 500 ppm sulfur . 133 128 5 102 30.9 138 -3.4 127 108 17.7
> 500 ppm sulfur .. 109 147 -38 189 -42.1 200 -45.4 139 167 -16.9
Kerosene .................. 27 53 -27 1 2,439.7 -1 -2,091.5 29 10 190.3
Kerosene-Type Jet Fuel . 909 1,145 -236 1,612 -43.6 1,775 -48.8 1,125 1,740 -35.3
Residual Fuel Oil 207 209 -2 237 -12.7 291 -28.9 204 232 -12.0
Blender Net Production

Finished Motor Gasoline' ... 6,627 7,203 -576 8,308 -20.2 8,144 -18.6 7,012 8,155 -14.0
East Coast (PADD 1) 2,693 2,727 -35 3,105 -13.3 3,053 -11.8 2,700 3,108 -13.1
Midwest (PADD 2) 1,806 1,909 -103 2,146 -15.8 2,097 -13.9 1,887 2,089 9.7
Gulf Coast (PADD 3) ... 752 1,185 -433 1,447 -48.0 1,416 -46.9 1,077 1,373 -21.6
Rocky Mountain (PADD 4) . 142 150 -8 154 -8.0 153 7.2 144 149 -2.8
West Coast (PADD 5) 1,233 1,231 2 1,456 -15.3 1,425 -13.4 1,204 1,436 -16.2
Reformulated 2,433 2,603 -171 3,115 -21.9 3,103 -21.6 2,536 3,105 -18.3
Blended with Ethanol 2,433 2,603 -171 3,115 -21.9 3,103 -21.6 2,536 3,105 -18.3
Other .......... 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional . 4,194 4,599 -405 5,193 -19.2 5,041 -16.8 4,476 5,050 -11.4
Blended with Ethanol 4,405 4,799 -394 5,292 -16.8 5,173 -14.8 4,664 5,204 -10.4
Ed55 and Lower ..... 4,401 4,794 -393 5,286 -16.8 5,168 -14.8 4,659 5,199 -10.4
Greater than Ed55 . 4 6 -1 5] -18.6 5] -5.4 5 5 -7.2
Other .............. =211 -200 -11 -99 113.2 -132 60.1 -188 -154 21.6
Distillate Fuel Oil ..... 23 28 -5 25 -7.8 21 10.6 28 27 3.8
15 ppm sulfur and Under . 24 29 -5 24 -1.9 22 8.0 28 26 7.6
> 15 ppm to 500 ppm sulfur . 3 4 -2 14 -81.7 6 -55.9 4 13 -69.2
> 500 ppm sulfur .. -3 -5 2 -13 -76.2 -7 -54.5 -4 -12 -66.3
Kerosene .... 1 0 0 1 -3.3 0 500.0 0 1 -39.1
Kerosene-Typ 0 2 -2 1 -155.9 0 0.0 0 -1 -99.0

~~ = Not Applicable.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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