Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region ) Percent Percent Percent
3/5/21 2/26/21 | Difference | 3/6/20 Change 3/8/19 Change 3/5/21 3/6/20 Change
Refiner Inputs and Utilization
Crude Oil Inputs 12,310 9,903 2,407 15,701 -21.6 16,020 -23.2 12,316 15,904 -22.6
East Coast (PADD 1) 616 565 52 686 -10.2 869 -29.1 597 688 -13.2
Midwest (PADD 2) ... 3,332 2,957 374 3,611 7.7 3,528 -5.6 3,255 3,696 -11.9
Gulf Coast (PADD 3) ... 5,851 3,894 1,958 8,442 -30.7 8,627 -32.2 6,016 8,466 -28.9
Rocky Mountain (PADD 4) . 580 576 4 609 -4.9 608 -4.7 571 616 -7.3
West Coast (PADD 5) . 1,931 1,911 19 2,352 -17.9 2,388 -19.1 1,878 2,438 -23.0
Gross Inputs ............... 12,695 10,300 2,395 16,248 -21.9 16,290 -22.1 12,724 16,483 -22.8
East Coast (PADD 1) 636 629 7 719 -11.7 879 -27.7 624 71 -12.3
Midwest (PADD 2) ... 3,339 2,976 363 3,639 -8.2 3,539 -5.6 3,265 3,723 -12.3
Gulf Coast (PADD 3) ... 6,047 4,071 1,977 8,849 -31.7 8,735 -30.8 6,246 8,868 -29.6
Rocky Mountain (PADD 4) . 576 576 1 603 -4.5 608 -5.2 571 615 -7.3
West Coast (PADD 5) . 2,097 2,049 48 2,438 -14.0 2,530 171 2,020 2,566 -21.3
Operable Capacity 18,386 18,388 -2 18,808 -2.2 18,604 -1.2 18,388 18,808 -2.2
East Coast (PADD 1) .. 889 889 0 1,224 -27.4 1,224 -27.4 889 1,224 -27.4
Midwest (PADD 2) ... 4,177 4,177 0 4,147 0.7 4,094 2.0 4,177 4,147 0.7
Gulf Coast (PADD 3) ... 9,956 9,956 0 9,876 0.8 9,765 2.0 9,956 9,876 0.8
Rocky Mountain (PADD 4) .... 650 652 -2 687 -5.3 683 -4.8 652 687 -5.1
West Coast (PADD 5) . 2,714 2,714 0 2,875 -5.6 2,838 -4.4 2,714 2,875 -5.6
Percent Utilization? ... 69.0 56.0 13.0 86.4 -— 87.6 —— 69.2 87.6 ——
East Coast (PADD 1) 71.5 70.7 0.8 58.8 —-— 71.8 —-— 70.1 58.1 -——
Midwest (PADD 2) 79.9 71.2 8.7 87.7 -— 86.4 -— 78.2 89.8 -—
Gulf Coast (PADD 3) 60.7 40.9 19.9 89.6 -— 89.5 -— 62.7 89.8 -—
Rocky Mountain (PADD 4) . 88.6 88.3 0.4 87.8 —— 89.0 —— 87.6 89.6 ——
West Coast (PADD 5) 77.3 75.5 1.8 84.8 —— 89.2 —— 74.4 89.3 ——
Refiner and Blender Net Production
Finished Motor Gasoline3 ..............c..ccccooonen.. 9,005 8,301 705 9,956 -9.5 9,735 -7.5 8,518 9,759 -12.7
Finished Motor Gasoline (excl. Adjustment)* 8,683 8,418 265 9,989 -13.1 10,053 -13.6 8,447 9,811 -13.9
East Coast (PADD 1) . 2,919 2,828 91 3,239 -9.9 3,261 -10.5 2,816 3,201 -12.0
Midwest (PADD 2) ..... 2,284 2,218 66 2,481 -8.0 2,607 -12.4 2,216 2,441 -9.2
Gulf Coast (PADD 3) .. 1,781 1,717 65 2,379 -25.1 2,359 -24.5 1,777 2,297 -22.6
Rocky Mountain (PADD 4) ... 302 304 -2 337 -10.5 304 -0.8 295 322 -8.4
West Coast (PADD 5) ... 1,397 1,351 46 1,552 -10.0 1,522 -8.2 1,343 1,550 -13.4
Reformulated? ... 2,732 2,726 6 3,218 -15.1 3,234 -15.5 2,641 3,179 -16.9
Conventional4 . 5,951 5,692 259 6,771 -12.1 6,819 -12.7 5,806 6,632 -12.5
Adjustment® 322 -117 440 -33 -— -318 -— 71 -52 —-—
Kerosene-Type Jet Fuel 901 807 94 1,631 -44.8 1,718 -47.6 941 1,643 -42.7
East Coast (PADD 1) .. 50 41 9 89 -43.8 7 -34.9 42 84 -49.7
Midwest (PADD 2) .. 169 154 15 213 -20.8 234 -27.8 169 229 -26.0
Gulf Coast (PADD 3) ... 373 311 62 908 -58.9 908 -58.9 432 878 -50.8
Rocky Mountain (PADD 4) .... 32 28 4 27 17.8 40 -215 30 32 -5.4
West Coast (PADD 5) ... 277 273 4 394 -29.6 458 -39.5 267 421 -36.4
Distillate Fuel Oil ........... 3,704 2,898 806 4,705 -21.3 4,856 -23.7 3,699 4,763 -22.3
East Coast (PADD 1) .. 180 184 -4 174 3.7 261 -30.9 188 186 14
Midwest (PADD 2) 930 795 135 1,002 =71 1,049 -11.3 897 1,035 -13.3
Gulf Coast (PADD 3) ... 1,907 1,232 675 2,745 -30.5 2,697 -29.3 1,940 2,751 -29.5
Rocky Mountain (PADD 4) 191 194 -2 219 -12.6 197 -2.9 191 213 -10.5
West Coast (PADD 5) 495 493 1 565 -12.4 652 -24.1 483 578 -16.5
15 ppm sulfur and Under 3,505 2,748 757 4,546 -22.9 4,581 -23.5 3,483 4,497 -22.6
> 15 ppm to 500 ppm sulfur 92 103 -1 93 -1.2 105 -12.4 116 126 -8.3
> 500 ppm sulfur .... 107 47 60 65 63.7 171 -37.4 101 139 -27.6
Residual Fuel Oil 194 175 18 276 -29.9 355 -45.4 196 236 -16.9
East Coast (PADD 1) .. 30 28 2 18 69.7 46 -35.0 28 12 136.3
Midwest (PADD 2) .. 29 24 5 31 -4.9 53 -45.3 27 41 -34.4
Gulf Coast (PADD 3) ... 60 54 6 128 -53.3 112 -46.4 66 104 -36.4
Rocky Mountain (PADD 4) ... 10 8 2 11 -11.3 12 -19.2 10 12 -17.7
West Coast (PADD 5) .... 65 61 4 89 -27.0 132 -50.7 64 67 -3.3
Propane/Propylene® ..... 2,097 1,730 367 2,151 -25 1,976 6.1 1,894 2,159 -12.3
East Coast (PADD 1) .. 232 278 -46 254 -8.5 166 40.1 256 251 2.0
Midwest (PADD 2) 501 448 54 490 2.3 486 3.2 464 476 -2.6
Gulf Coast (PADD 3) ... 1,119 773 347 1,188 -5.8 1,122 -0.3 944 1,214 -22.2
PADDs 4 and 5 245 231 14 219 11.7 203 20.7 231 218 5.8
Ethanol Plant Production

Fuel Ethanol 938 849 89 1,044 -10.1 1,005 -6.6 839 1,054 -20.4
East Coast (PADD 1) .. 12 11 2 16 -24.6 26 -52.2 11 21 -46.6
Midwest (PADD 2) 894 811 82 978 -8.6 936 -4.6 801 981 -18.3
Gulf Coast (PADD 3) 14 10 4 21 -36.7 14 -2.1 9 23 -59.8
Rocky Mountain (PADD 4) 10 9 1 14 -28.9 14 -27.5 8 13 -38.7
West Coast (PADD 5) 9 9 0 14 -371 15 -41.1 9 15 -41.2

= Not Applicable.
~ = Data Not Available.

Based on the latest reported monthly operable capacity.

Vy = Data Withheld.
2

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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